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FOREWORD

This report was prepared by Mark V. Morkovin of the Research Institute
for Advanced Study of the Martin Marietta Corporation at 1450 South Rolling
Road, Baltimore, Maryland 2122;. This work was performed uwder Air Force
Contract No. F33615-67-C-1662; "Critical Review of Boundary layer Trensition"
between April 10, 1967 and August 30, 1968.

This contrect was initiated under project number 1366, "Aerodynamics and
Flight Mechanics," task mumber 136606, "Boundary Layer Transition," and
was funded by Laboratory Director's Funds. The work was administered under
the direction of the Air Force Flight Dynamics Iaboratory, Research and Tech-
nology Division. Successively, Mr. K. Jensen and Mr. E. D. McElderry were
project engineers for the Laboratory.

Manuscript was released by the author August 1968 for pvtlication as an
AFFDL technical report.

Publication of this report does not constitute Air Force approval of the
report's findings or conclusions. It is published only for the exchange and

Chiy @ fieee
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ABSTRACT

This review report represents an attempt to evaluate critically the
available data on high-speed boundary layer transition to turbulence and
to interprer the apparent agreements and contradictions within some rational
framework. Special attention was paid to the more documentable discrepancies
between reported results as touchstones of conceptual models and instability
theories. Experiments with "microscopic! information are used as backbone
of concepiual models, both linear and nonlinear. Lincar instability results
are used as a point of departure for the examination of current controversial
questions of transition reversal with cooling, unit Reynolds number effect,
effect of aerodynamic noise in supersonic wind tunnels, etc. Hopefully, more
discussion and clarification will be generated by the present, at times blunt
comments. Throughout, efforts at such clarification led to suggestions for
possible fruitful research, theoretical, experimental, and applied. Many of
the ideas put forward really represent a consensus of the many specialists at
different laboratories the auther had coasulted. One of the objectives was to
helo to create such a consensus as to the best avenues of approzch to hypersonic
transition.
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SUBSCRIPTS

of boundary layer

stream

NOTE: This review collected figures from different publications to
which the reader is encouraged to refer.

therein was kept unchanged and any differences are defined in the text
where the given figure is discussed.

Consequently, the notation
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SECTION I
INTRODUCTION

Broadly speaking the objectives of the study which led to the present
report were to examine critically the available data on high-speed boundaxry
layer transition to turbulence and to attempt to interpret the apparent
agreements and contradictions within some rational framework which would
not have to change with the acquisition of the next set of data. In particular,
this framework should ultimately permit probability statements concerning
transition in free flight on the basis of information from ground-based
facilities., Special attention was to be paid to the cases of the more
serious documen.able discrepancies between reported results as touchstones
of possible conceptual models. As expected, this focusing did lead o
identification of a series of feasible experimental and theoretical
programs, Section V, which would be likely to help resolve the discrepancies
and provide decisions between competing concepts.

As part of this study, the author visited many laboratories and
academic institutions and listened to discussions by many specialists
interested in critical reappraisal of the high-speed transition evidence.
There was near universal agreement that most of the information on high-
speed transition, even in wind tunnels, was essentially so circumstantial
(gross) that it was of little use for sorting out the superposed effects
of the multiple parameters. Many experts called for extra care in future
experiments, inciuding microscopic identification of the disturbance
environment and of the modes of transition. Hope was expressed that such
microscopic experiments might establish a link between supersonic transition
and supersonic stability (such as developed for flat plates by Mack in
Ref. 1) and thus provide a basis for more rational usage of empirical
correlations. The macroscopic empirical basis for the correlations and
the prediction methods of transition used in industry was severely
challenged with little hope offered for more solid evidence in the near
future.

It seems worthwhile to convey here some of the pessimistic flavor of
the conclusions by & few direct quotatio..s. Prof. L. lLees opened one such
discussion rather symbolically: "I think it might be appropriate to begin
with a short prayer". A veteran experimentalist spoke candidly: "...
Those of us who are operating wind tunnels have to look very seriously and
ask questions on the measuring of the transition data that we have pro-
duced." ..."The guestions of Mach number effect and unit Reynolds number
effect, ... from the wind tunnel point of view are all up for grabs. We
simply do not know what the magnitude is any more.... literal inter-
pretation ¢f the Pate-Schueler correlation (Rer. 2) would say thst all
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of the M effects and unit Re effects are really attributed to the
noise radiated from the (supersonic) tunnel boundary laver. Our
understanding of the ballistic range results of Potter (Ref. 3)
contradict this...." Other experimentalists as well as theore-
ticians echoed these views of uncertainty as to the effects of the
major parameters at supersonic and hypersonic speeds. Prof. lees
characterized the problem of using macroscopic measurements as
follows: "It is like the problem of diagnosing & disease. You see
you have a disease, you are sick, but you don*t quite know why. You
are confronted with a mass of data which people have tried very hard
to correlate. But these macroscopic measurements often leave you more
puzzled than enlightened because you dontt really know what the
mechanisms are behind the transition from laminar to turbulent flow
at high speeds.”

In view of such critical and self-critical assessments by many

distinguished specialists, the prospective contents of the present
report were revised. While the study of the available literature was
camprehe sive, (Ref. 1- 345 ) it made little sense to attempt a comp-
rehensive compilation of the reported data - much of which has now
been labeled as insufficiently documented. 1Instead, typical trends
of results are illustrated for each group of similar experiments. In
search for clues for ultimate deeper understanding the focus on the
discreparncies betweer such groups of information is even sharper than
originally planned. Much emphasis is placed on meking the reader
acquainted with conceptual mechanisms and models which could possibly
reconclle the seeming contradictions. In particular, the possible or
probable relationship between various highly idealized stability
theories and ultimate transition to turbulence of the "real" boundary
layer are described. The experiments with "microscopic" information
play here a central role. And since much more is known about the
correspondence between theory and experiments for low-speed boundary
layers, this knowledge of the low-speed phenomena often serves as a
point of departure for the presentation of the high-speed concepts.

Finally, in view of the controversial nature of the subject it
is perhaps scientifically proper for the author to try to character-
ize at the outset his own possible predilections or experience biases.
He2 has been concerned actively with various aspects of transition
since 1948; as a hot-wire experimenter concerned with "microscopic"
characterization of supersonic transition, as an interpreter of the
coarser "macroscopic” experimental information, as a teacher of a
course in stability theory, as & predictor in aerospsce industry, and
lately as a numerical analyst of special stability models at high and
low speeds. Given a specific high-speed design with clear performance
objectives he considers it a challenge to predict a probable range of
location of transition on the basis of the weighted cumulative and
latest information. However, especially after the recent critical
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appraisals he would worry about the use of these same ad hoc pre-
diction ranges by an uninitiated designer for a different de design with
different performance specifications. Time and again some of the
implicit parameters are changed and the prediction bands may be
rendered irapplicable to the new problem. They may tend to give an
unwarranted sense of assurance and may thus even become misleading.
Instability and runaway phenomena which are sensitive to multitudes

of inadequately defined inputs are poor prediction risks. Hence there
is discussion rather than recommendation of the various published pre-
diction prccedures in this review.

While the author shoulders the responsibility for any of the views
and judgments in this review he did strive to establish whatever con-
sensus could be achieved in 1968 as he took up the many controversial
questions with one group of stability and transition researchers after
another. It was an experience and an education. In fact, the report
should list some ninety nine or more coauthors. Their collective
experiences and wisdom permeate these pages as the reader can judge from
the role played by the specific references. Special credit should go to
the two dozen critics of the first draft of this review and to the
obliging authors of the figures which put across many a subtle concept.
The reader will find it rewarding to look up the original papers frcm
which the illustrations were borrowed.

Jer,
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SECTION II

SOME LESSONS FROM HISTORY

After some sixty years of re¢ earch on transition from laminar to
turbulent shear lay.rs a number of contradictions or paradoxes remain,
even at low speeds, often glossed over and unexposed to the new
generations of engineers and students of fluid flow. Simultaneously,
the textbooks they read have failed to stress the capricious and snow-
balling nature of this flow instability so that its implications to
practical design are seldom appreciated. As the researcher and
designer face extrapolation of transition information to combination of
ranges of parameters not reachable in ground facilities in comnnection
with entry at supercircular velocities and new expensive systems like
the Scramjet, medium and larger lifting and non-lifting entry vehicles,
hypersonic cruise and high L/D vehlcles, ete. it is perhaps instructive
to examine the ebbing tides of beliefs and research on transition.

The history of transition research is replete with examples of
insufficient evidence leading to mistaken acceptance of partial truths
as explanatinng of the total phencmenon and thus actually delaying
further discoveries of its complexities. The transition ploneers were
impressed by the three-dimensionality of turbulence and tended to take
lightly any possible role of a two-dimensional amplification mechanism,
hereafter called the T-S mechanism for Tollmien and Schlichting of
Prandtlts school (see Secticn III). The high free-stream turbulence
in wind tunnels of those eariier days indeed masked any such ampli-
fication so that its presence on a flat plate went unobserved.
Simultaneously, the fortuitous agreement of limited transition data,
e.g. (Ref. 5), with Taylor's criterion based on the assumption of a
local separation of the boundary layer induced by free-stream turbu-
lence provided & sense of security for the three-dimensional view.

With the suppression of free-stream turbulence in the tunnel of
the National Bureau of Standards, eround 1940, Schubauer and Skramstad,
(Ref. 6), in their classical and beautiful experiments verified the
salient as well as many detailed features of the linear T-S eigenvalue
oscillations of laminar layers on & flat plate. Thelr documentation and
the independent verification by I‘epmann, Ref. 7, was so complete that
thelr signaling of the presence of substantial spanwise w! fluctuations
(1iermann's w' ~ 2v! even in linear regime), which should not be present
in two~dimensional flow fields, went unheeded for about a decade!

Since total amplifications of disturbance amplitudes at a given

lT—S amplification emerges from spectral analyses of layers in presence
of as high as 0.42% free-stream turbulence - Bennett, Ref. 4. That

it is essentisl (rather than incidental) to the transition mechanism
in that case still remains an open question.
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frequency ty a factor of a thousand or mare were chserved, no need was seen

for the powerful amplification by three-dimensional vortex stretching, and
theoreticians and experimentalists alike were seeking non linear two-dimensional
paths toward secondary instebilities and/or turbulent "bursts". HEmmons®
accidental discovery of sporadic formation of turbulent spots on running

shallow water and his subsequent experiments verifying the wide generality of
his observations, Ref. 8, brought to an abrupt end the self imposed myth of
two-gimensionality and suddenly everybody was seeing spots even at supersonic
speeds.

In time, largely through the research of Schubauer and Klebanoff turbulent
spots and turbulent wedges were assigned a "terminal" role of conquering the
neighboring leminar flow in a process beginning with linear T-S amplification,
e.g. Ref. 9, 10. Their frequently nearly regular sparwise occurrence in low-
disturbance facilities was traced to almost immeasurable spanwise disturbances
which lead to differential growth of the mean laminaer layer in so-called span-
wise peaks and valleys, e.g. Ref. 9, with consequent span-wise maximized
amplification and earliest local breakdown at the peaks (see p. 10). Criminale
and Kovasznay, Ref. 11 and Brooke Benjamin, Ref. 12, further clarified the
original Schubauer-Skramstead indications of two-dimensionality and demonstrated
by Fourier syntheses of distributions of variously skewed T-S waves that
localized areas of initially intensified disturbances should indeed develop
with strong two~-dimensional features in the linear regime even if their
original spanwise to lengthwise extent were nearly unity.

This process of reconciliation between early T-S amplification and final
spot genesis of turbulence was further reinforced by the documentation of
parallel trends between T-S stabilization through cooling, suction, and accel-
eration (falling pressure) of the boundary layer and the increase in Reynolds
number of transition, e.g. Refs. 13, 14,15, including the achievement of the
spectacular value of 90 million on a cool cone fiight, Ref. 16. Such
encouraging verification of trends in overlapping research efforts apparently
paved the way for the next costly lesson in dangers of overconfident extrap-
olation end cme-track mindedness: the concentration of early intercontinental
missile engineers on heat sink design. In the so-called blunt-body early
transition paradox (not yet really clarified (!) but almost certainly point-
ing to non-uniqueness of transition behavior) transition on heat-sink noses
was not delayed by the presumably strong favorable influences of cooling and
of rapidly felling pressures. On the contrary, it often occurred at Reynolds
numbers as low as 100 (based on momerntum thickness) at which T-S waves would
not even be amplified in the presumably less stable case of low-speed
adigbatic flat plates, see Ref. 17.

In the late fifties the excessive dangerous confidence in the principal
role of the 2D T-S type stability theory was similarly enhanced by the
beautiful experiments on a flat plate at a Mach number of 2.2 of Laufer and
Vrebalovich, Ref. 18. The fact that their experimental neutral amplification
curve and dimensionless amplification coefficients could be correlated with
those of Schubauer and Skramstad at M = O was impressive. Even the theo-
retical outer-layer fluctuation profiles appeared verified. After analyzing
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the partial disagreement of their neutral curve with the results of various
then available asymptotic theories, Mack concluded in Ref. 19: "The fault
must lie with the theory" (but see Section III-4). In their scientific
concern not to mix true data with qualitative observations, the authore
did not mention that the beginning of transition sensed "microscopically"
by a hot wire occurred at a rather low Reynolds number of about a million
(vased on length), for which the total T-S amplification did not exceed a
factor of three so that the actual breakdown could hardly be ascribed to
the two-dimensional T-S mechanism, present as it certainly was. In fact,
two pew campeting, though related, modes of instability emerged from
scientific semiconsciousness in mid-sixties with a claim of being primary
theoretical suspects at medium and higher supersonic speeds (Refs. 20-24).
Mack's computer discovery of a series of unstable modes (labeled "acoustic"
by L. Lees) at supersonic speeds was greeted with a call for "agonizing
reappraisal”. While Dunn and Iin (Ref. 25) successfully impressed upon
the public that in two-dimensional supersonic flows T-S waves with wave
fronts oblique to the stream direction are less readily stabilized by
cooling, their hint that they could be more unstable than their non-oblique
counterperts even for adlabatic flows was not considered for a decade.
Kerdall's "microscopic" experiments (Ref. 22) confirmed quantitatively
Mack's calculations for both the second 2D mode &and the skew modes. At
higher Mach numbers, theory and experiment show them to be more unstable
than thé 2D waves previously considered!

Competition between these multiple unstable linear modes - and
perhaps some purely non linesr ones, as yet not understood - can present
situations in which the dominant roles can switch as the different para-
meters vary (usually simultaneously rather than singly). Could the
current controversies concerning the effect of cooling (transition
reversal) at Mach numbers past 5 and the unit Reynolds number effects be
resolved by the possibility that the disharmonious results occur legit-
imately in different parts of the phase space of our parsmeters? It has
been clarified once again (Refs. 2, 3) that the disturbance environment
must be characterized as a set of parameters. Some may be subliminal with
respect to our best sensing instruments (e.g. the 3D disturbances corru-
gating spanwise Klebanoff and Tidstrom's unstable boundary layer in
Ref. 9, Fig. 4) but since they directly feed the runaway instability,
they must be taken into account in any rational appreosch to design,

In the problems associated with the high-speed systems listed at the
beginning of this section, there will occur additional parameters such as
ablation and cross-flow, the role of which at supersonic speeds is
virtually unknown, theoretically or experimentally. The richness of
possible additional complexities and of interaction between parameters and
mechanisms is almost discouraging. If these natinnal objectives are to
be spared the type of research shortsightedness detailed in this section,
8 moxre systematic cooperation (and con: sructive critique) between funding
supervisors, theoreticians and experimentalists (across different, all
too limited fucilities) appears in order.

After such lofty sentiments it appears appropriate to return for
perspective to the original 1883 laminar - turbulent transition of
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Osborne Reynolds in a readily availaeble facility - a circular pipe. A
convincing explanation of the instability and transition remains lacking,
though many have been offered. One of the latest by A. E. Gill (Ref. 26)
proposes that the laminar profiles in pipes are seldum parabolic and
describes & basic vorticity self-enhancement mechanism, feeding on the
distortions from parebolic shape, that could lead to instability. The
lessons one could draw from this article are (l) in searching for genesis
of turbulence keep focusing on vorticity (2) don't forget that the resl
mean profile may be different than assumed, and (5) don't get discouraged

about transition problems too early - they have & way of being around
for decades.
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SECITION IIX
ON THE NATURE OF RELATION OF INSTABILITIES TO TRANSITION2
1. LOW-SPEED MICROSCOPIC INFORMATION

One of the reasons why one might et first shy away from the Tollmien-
Schlichting model. is that the resulting orderly, cross-flow criented unsteady
vorticity patter, mz(x, ¥, t), differs so markedly from the random unsteady
three-dimensional mixture of vorticity components wy(x, ¥, 2z, t), wx, ¥y, z, t)
and wz(x, ¥, 2z, t) of the ultimately evolved turbulent boundary layer. Even

the scale of the motion {or spectra) do not match. Thus Schubauer and Skramstad's

ratio of (spontaneous, most amplified) T-S wavelengths to boundary layer thick-
ness ranged from 8 to 9 (Figs. 13 and 27 of Ref. 6) whereas the larger energetic
eddies in turbulent boundary layers range roughly between 8/3 and 36 (infer-
ence from latest presentations of A. A. Townsend and L. S. G. Kovasznay in

Ref. 27). Such discrepancies suggest that a considerable three-dimensional
reorganization including changes of scale -~ a secondary phenomenon or
instability - must take place before self-sustained wall turbulence can

evolve out of the orderly T-S motion.

On smooth flat surfaces with only mild 3D stimuli this role is
apparently fulfilled by a small-aspect-ratio version of Greenspsan-
Benney time-dependent inflection instability (Ref. 35), documented by
Hama and Nutant with the hydrogen-bubble technique (Ret. 36, especially)
Figs. 13-15), Klebanoff et al (Refs. 9 and 38) and Kovasznay et al
(Ref. 37), with hot-wire arrays and Knapp and Roache (Ref. 39), with
smoke backed up with & hot wire. The artificially unstimulated three-
dimensialization of Knapp and Roache along an ogive body, Fig. 1, is
reasonably convincing of the overall linear and ultimately non linear
seometrical features of transition. (Hama has demonstrated how careful
aerodynamicists must be when they extrapolate their understanding of
particle~type visualizution, conditioned by steady-state experience,

t» interpretation of unsteady wave-like phenomens, Refs. 40-43, see also
Ref. 266.) While their techniques, terminology and semantics differ (in-
flectional instability, spikes, hairpin eddies, A-shaped vorticity fields,
primary  or milk-bottle vortex, snatched-away vortex rings, vortex-
sheet kinks, slower-moving bumps, vortex trusses, spiraling vortices,
Fig. 2, etc), these authors observed essentially complementary features
and, most importantly, an onset of a smaller longitudinal scale on the
order of 1/8 to 1/5 of the original T-S wavelengtn (i.e. B to 25), a
vertical scale of roughly 8/3 to 8/2 and of a comparable sparmwise

scale. Motion on these scales in presence of the reservoir of the large
oriented vorticity of the mean boundary layer and of smaller residual
randomness are expected to evolve rapidly into irregular three-dimen-
sionel motion - birth of a turbulent spot - through the now fully

2. For deeper appreciation of this section familiarity witix References 6,
9, 10, 28-38, 56 is recommended.
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activated vorticity production rate
P=&. grad V (1)

without any further recognizable spectral treakdown stages. The commen-
surate time scales of this non linear development are generally on the order
of one half of a T-S period or less and hence the events have been described
as fast, rapid, or even explosive.

The differences in the evocative word-pictures of the above authors may
reflect simply the difficulty of describing objectively three-dimensional
vortex roll-ups and distortions. More likely, they stem from true differences
in the detail phenomena represented mathematically in the complicated non
linear terms of the convective derivetive and of the production rate of
vorticity, Eg. (1). As the scales and the degree of the three-dimensionality
vary, its net contribution to spanwise transfer of fluctuating energy in the
direction of the sparmwise location of earliest breakdown, and its role in the
vortex dyramics, must be expected to vary from one physical realization to
another, stimulated or "natural". For example, the results of Tani and Komoda,
Ref. bk, though less detailed, indicate clearly that an unexpected spanwise
shift of the first breakdown position occurs when their three-dimensionality
prarameter is increased. This probably correspends to a still more complex
pattern of vorticity, judging by their measured phase distributions. By
contrast, stimulation due to monochromatic sound (a small-amplitude irrotational
veloeity field which would not be expected to generate vorticity to first
order) replaces the interlocking pattern of "vortex trusses" of Fig. 2 by

lignments in rows and purifies the spectrum from random and neighboring
components (Rer. 39 ard 45). There exists strong evidence in the insta-
bilities of shear layeis (though unfortunately not a quantitative one in the
case of attached boundary layers) that in the pre-breakdown non linear
regime various modes of motion inhibit each other depending upon their
relative strengths (e.g. theoretical contribution of J. T. Stuart and
experimental contributions of A. Michalke and H. Sato in Ref. 27 and

pp. 30-33 of Ref. 46).

The environmental three-dimensionality, the variable spectral content
of free-stream disturbances and the rich-get-richer inhibition of the
non linear behavior contraindicate the expectation of uniqueness in the
transition phenomenon even for the rather well studied flat plates in aseptic
wind tunnels at incompressible speeds. In fact, when Komoda increascd his
three~dimensionality parameter over that in Ref. 4L, while the mean velocity
profiles were still "very close to Blasius" (p. S88 of Ref. 47), his multiple
hot-wire arrays revealed an entirely different, pattern of scrambling of the
vorticity before & turbulent spot was born - without indication of spikes,
etc. The new pattern includes the development of an intense vertical shear
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at a spanwise location between the so-called peak and valley5 where even-~
tually the turbulent spot is seeded. The thickness of the vertical "high
vorticity layer" is again of the order of & so that one could expect the

turbulent self-regenerative processes to take hold at the high intensity

levels measured by Komoda.

5. These describe spanwise locations by referring to high and low intensity
of fluctuations as the three-dimensionality develops. The previously
puzzling relation to the corresponding thickness of the mean boundary layer
has been clarified by I. Tani's presentation in Ref. 27 or 56.
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2. INVISCID LOW-AND HIGH-SPEED INSTABILITY AND TRANSITION.

In the incompressible attached boundary layers the instability is
associated with *he viscosity-controlled phase relations of the velocity
fluctuations (Ref 48, pp. 59-66), & mechanism which apparently requires
long wavelength-to-thickness ratios for amplification. In adverse
pressure gradients, an inflection of the mean velccity prcfile develops and

ermits the inviscid mode of vorticity induction to ennance the instability
?Ref. 48, 30,26). This can be seen from the broadening of the neutral
stability loop in Fig. 3 (compiled from Raf. 49), from that of tne Blasiua
profile to that of the mildly adverse Falkner-Skan g = -0.05 profile.
However, the close similarity of benavior between the Blasius neutral curve
and the amplification isoline c¢j = 0.0l of the inflected profile indicsates
pow strongly the higher amplificetion rates of the longer wavelength are still
viscosity controlled when the inflection point is close to the nonstraining
wall, The inviscid character comes into its own only in the regime of the
shorter wavelengths™ and higher Reynolds numbers between the curve segments
B!'C' and BC. As the boundary layer acquires more freedom from the wall
constraint with increasingly negative 8, the inviscid instability gradually
takes over so that at the limiting separating-layer g of -0.1988 the maximum
at A disappears and the horizontal asymptote BC reaches a level qpb™ of 1.3
(Fig. 31 of Ref. 49). Simultaneously, the instability sets in at increasingly
smaller Reypolds numbers and the rate of amplification increases rapidly at
a fixed Re_ .

3]

Two considerations prompted the didactic digression to Fig. 3. First,
wakes of thin two-dimensional streamlined bodies and two-dimensional jets
also undergo inviscid instabilities with shorter wavelengths on the order
of a characteristic shear-layer thickness or two. However, in these cases
the larger-scale motions of the corresponding turbulent free shear layers
match the scales of the inviscid instabilities quite well. Thus only a
three-dimensionalization process need follow the non linear instability
regime without dramatic changes of length and time scales. And since the
hardly scientific characterization of "fast" transition really implies
events more rapid than the original time scale, one should expect slow rather
than fast transition to turbulence in two-dimensional jets and wakes.
References 50 and 51 indeed comment on the contrast with the fast flat.-plate
transition and on the absence of "spikes and bursts". The consiraint of the
wall in attached boundary layers postpones the final three-dimensiuial
reorganization to higher Reynolds numbers which generally al.iow (iner-scale
vorticity to develop (Lin. Ref. 52).

hThe natural T-S oscillations of Schubauer-Skramstad, Ref. 6, occuried

near the letter B' in Fig. 3.

11

PO e

ﬁ:x‘ '

=t

T e e v——

P

QLR W RS A8 %




T T S o st e . T

Clearly, there are other differences in simple free shear
layers - the absence of the singular critical layer, the absence of
the wall-anchored, high, mean-flow vorticity reservoir, the essential
censtancy of the Reynolds number based on wake width and velocity
defect (which at lower Reynolds numbers may limit the instability
development to the laminar non linear Kurman vortex state) etc.
However, when ore is contemplating extrapolation of the overall
stability and transition approach to supersonic and hypersonic Mach
numbers the public surprise at not finding the plate-type transition
in free flows perhaps holds a few lessons. For example, it under-
scores the help hypersonic transition studies could receive from a
better knowledge of the final expected state of hypersonic turbulence.
Furthermore, if the oblique T-S waves were indeed the most amplified,
as mentioned at the end of Section II, the resulting skew unsteady
vorticity strands (which in the linear range could criss-cross) would
appear to be somewhat closer to the partly known structure of super-
sonic turbulence, Ref. 55. Possibly the transition development sequence
might be abbreviated, requiring less total amplification through the T-S
mechanism. These speculations have been influenced by the existence
of shadowgraphs and schlieren photographs, unfortunately of irrepro-
duceable quality, with skew, "rope-like" structure appearing in the
visible meridian plane of bodies of revolution undergoing supersonic
trensition (e.g sketch in Ref. 105).

The second reason for inclusion of Fig. 3 is aimed at emphasiziag
some important contrasts and similarities between the low-speed
inviscid instability and supersonic flat plate T-S instability. With
rise in Mach nmber the variation of density across the layer assumes
growing importance and the role of the low-speed inflection point is
assumed by the point at which the derivative of de/dy rather than
that of dU/dy alone vanishes (Ref.l,20,54,55). Thus, compressible
adiabatic flat-plate boundary layers assume increasingly more
inviscidly unstable characteristics, until past & Mach number of approx-
imstely 3.5, they become inviscid in the sense described for the
B = -0.1988 Palkner-Skan prcfile (see Fig. 17.2 of Mack's Ref. 1).

In Fig. 4, borrowed from Mack, the wave numbers (non dimensionzlized

[& X

with —%— rather than 8*) obtained by setting viscosity” to zero are
e

entered at the right edge. The trends illustrate a smooth extrapolation
to infinite Reynolde number at which the maximal amplification rates
occur for truly inviscid behavior. It was the use of the inviscid
equations as an exploratory tool that guided Mack through the at
first baffling maze of intertwined characteristics hinted at by the
merged regions iu the upper part of Fig. 4, and led to the discovery of
the more unstabl: =econd (acuustic) mode (for M > 2.2) and the other
unstable higher m..es (Refs. 20 and 1, Section 15).

Another similarity with Fig. 3 has occasionslly deceived those who
look only at neutral curves for guidance to stability and transition.
The left=-hand limit of the zero-amplification loop, i.e. the T-S
critical Reynolds number short of which all infinitesimal disturbences

12
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theoretically damp, decreases slightly with early rise in M and in
inviscidness, as before. But the contrasting feature was found within
the loop: the magnitudes or "hills and crests" of local rates of
amplification (such as outlined by the isolines in Fig. 3) decreased
as M and inviscidness increased. In fact, Fig. 5 ibased largely on
Mack's results) displays (a) the shifts of R:_ __ (based on distance
from ieading edge) for the two~dimensional coﬁﬁ%@ssible adiabatic
flat-plate boundary layer, subjected to two~dimensional disturbances,
and (b) the changes in the approximate, evolved total amplification

of the most amplified frequency at Rey of 2.25 millions, according to
linearized instability theory. The ratio of the amplitude A at Rey
of 2.25 millions to that at Rex,cr drops rapidly from the thousand-
fold value at low Mach numbers to the incredibly low value at M of 2.2
(for the conditions of the key Laufer-Vrebalovich experiments of

Ref. 18) and then rise slightly, but not permenentiy, as the acoustic
mode becomes more unsvable than the first T-S mode.

The increasing stability of the boundary layer in the range up
to M of 2.2 contrasts dramatically with the trend of transition
Reynolds numbers of practically all available wind tunnel information.
There, Ret, On adiabatic flat plates decreases monotonically, levels
off between M of 3 to 4 and then rises slowly before adiabatic experi-
ments become impractical. The contrast is accentuated by the fact
(Refs. 60, 113) that the normally detrimental free-stream windetunnel
turbulence (vorticity) is suppressed by the increasingly large
accelerations from the settling chamber to the test section. Indeed,
at Mach numbers larger than 3 to 3.5, the transition location becomes
insensitive to violeat turbulence created on purpose in the settling
chambers (Ref. 57-61).

Thus in the design range of the supersonic transport there are
basic countertrends between stability theory and wind-tunnel transition

behavior. Has transition switched to still different modes, namely

the more amplified oblique Fourier waves, Refs. 21 and 23?7 Or to
mechanisms hardly amenable to linear theory, such as that of lateral
contamination or that operative in the early transition on blunt

bo. 2s (Section II)? Have the secondary processes (section III -1)
leading from the amplified, more inviscidly behavirg, T-S waves to the
final turbulence altered their character and possibly taken a "shortcut"?
Or is the contrast brought about by a more severe acoustic disturbance
environment in wind tunnels (Refs. 57, 62, 60) despite the alleviation
from the effects of free-stream turbulence? See Section IV-2.

If there is to be a rational approach to design in this range of
Mach numbers one must look to microscopic measurements (fortunately
with proven techniques; Refs. 63, 6, 62. 18, 22, 65-67) to provide
at least partial answers to these questiouns. Unfortunately, none of
the numerous experimental stability and transition investigations to
Gate, whether microscopic or not, have clarified these specific issues.
Kendall (Ref. 22a and Section ITI-4) while successful in his amplifi-
cation measurements of the second (acoustic) mode and of the oblique
first mode at M of h.5, ran into operational tumnel difficulties at
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M of 2.%. He has been unable to verify his prelimi.ary results and to
continue his studies with turbulent noise radiation off and on for non-
technical reasons. His techniques should be able to provide some of the
above partial answers. Furthermore the Jet Propulsion Laboratories
Supersonic Wind Tunnel has been the only one thus far in which the direct -
affects of the aforementioned severe acoustic environment could be
assescged - gee quotation from Kendall in Section IV-2.
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3. PARAMETRIC TRENDS IN SUPERSONIC INSTABILITIES AND TRANSITION EVIDENCE

Analyses of instability in two-dimensional compressible "laminar mixing
layers" (ILin, Ref. 52, Lessen et al, Refs. 68-69, Gropengiesser, Ref. 70)
have predicted stabilizing trends similar to those of the first mode of the
flat-plate boundary layer. Again, little attention was paid to the relatively
larger supersonic instability of the three-dimensional or skew disturbancee
until the 1960's when Fejer and Miles (Rer. 71) demonstrated it for the
degenerated case of a vortex sheet. Since separated laminar regions in
front of control flaps and other protuberances will have to be provided for
in design of supersonic and hypersonic vehicles, the possibility of (cooler)
laminar rather than (hot) turbulent reattachment makes the above insta-
bility a most practical concern.

Researchers at NASA Ames Research Laboratories (Refs. 72-74) found
that, contrary to the attached-layer case, Retr rises rapidly and monoton-
ically at supersonic speeds in qualitative agreement with the theoretical
stabilization trend - see Fig. 6, borrowed from larson (Ref. 74). Near-
wake experiments in Ref. 72 achisved Regp, Of axisymmetric mixing layers of
1 and 2 millions at Mach numbers of 4 and 4.5 respectively, indicating not
only the continuation of the trend in Fig. 6 but transition Reynolds numbers
only a factor of 2 or 3 below the flat plate or cone values. Presumably, all
theese flows are subjected to the same "spoiler" acoustic irradiation by
the turbulence on the wind-tunnel sjidewalls as are the attached layers of
Section III-2. Is the mode or scale of the free-layer instability different
and less susceptible to the tunnel disturbances? If one accepts & broad
interpretation of Pate-Schueler correlations (Ref. 2; also Section IV-2) one
would conclude that the presence of a unit-Reynolds-number effect in a
transition experiment in a supersonic wind-tunnel constitutes evidence of
response to the sound disturbances. Reference T4 displays a substantial
Re/ft variation (logarithmic slope ~ 1/3) in its Fig. 7. So the spoiler
seems to be presentd, yet the stability and transition trends agree.

Clearly a good unanswered question, theoretically or experimentally, is:

How would the offending irrotational sound field generate any of the T-S
modes or lead directly to turbulent vorticity scrambling? The latter
possibility is unlikely at subsonic speeds. It is probable that there are
several mechanisms and that the subsonic effects mentioned in connection with
Ref. 39 in Section III-1 and in Refs. 6 and 267 have little bearing on the
present supersonic dilemma. See also Sections III-5 and IV-2.

5Private communication from J. Kendall concerning a microscopically verified
effect of side-wall sound on free-layer transition at supersonic speed states:
"At M of 3.7 the wake of & thin plate remained laminar to downstream distances
x > 27 inches, such that the overall amplification of the approximately most
unstable frequency was about 10000 in the absence of turbulence sound (1aminsr
sidewalls). With sidewalls turbulent, other conditions being unchanged,
transition occurred at approximately 6 inches with an overall amplification of
about 100". The amplificaticn measurements are described in Ref. 22b. The
cited magritudes are thought provoking.
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Moderate cooling of flat plates and cones at moderate supersonic speeds
offers a similar instance of parallel trends between instability theory and
occurrence of transition in the inclement wind-tunnel environment (e.g. Ref.
75-78). Figure 7, reproduced from Van Driest and Boison (Ref. 78), illus-
trates the magnitude of attainable effects even in presence of thin circular
vire trippers, girding the 10° (total angle) cooled cone. The transition
Reynolds number (based on the conditions at the edge of the boundary layer
and on the distance from the nose) can grow three-fold even with a thin
tripper. The indicated "complete stability" 1imit6 should not be taken

literally being based on an asymptotic theory inadzquate at M of 2.7
(see Ref. 1).

With increased cooling, the boundary layer grows thinner and its inner
portions acquire relatively more momentum so that a fixed protuberance becomes
a more effective obstacle and the trend in transition may reverse as in
Fig. 7. (In a companion figure Van Driest and Boison show that it takes
much smaller isolated three-dimensional roughness to prevent the gains due to
cooling, similarly to the 0.004 in tripper in Fig. 7.) This transition
reversal represents an experimental illustration of the switching of
dominant roles of two parameters (mentioned in Section II, page 6), which
in this case occurs even when one of them, the dimensional roughness size,
remains constant. However, by varying this parameter independently, the
authors in effect mapped out a small neighborhood of a critical surface in
the parameter phase space. In macrosccpic experimental investigations of
transition, focusing on such interchange bcundaries between parameters,
whenever they are encountered, provides extra depth of understanding, not
otherwise achieved. Unfortunately, this boundary clarification remains
inadequate with respect to the transition reversal {and rereversal) as more

extreme cooling is applied on surfaces which are probably "smooth enough".
See also Sections III-9 and IV-3.

Returning to moderate cooling without roughness, one would be
enccuraged by the qualitative agreement between the trends predicted by
instability theory and transiticn behavior, if it were not for the puzzling
opposite effect in Fig. 6. As larson and Keating cool the wall (l) under the
sepurated layer of (2) the upstream part of the body as well, transition

6In 8 Tw/Ty (or T,/Te) vs. M plane, first-mode 2D T-S waves on a smooth flat
plate are completely stabilized (quenched) in a region between the T, = 0
axis and a hump-shaped “complete stabilization" curve. According to the
Dunn-Lin asymptotic theory (Ref. 25) this curve starts at M = 1, Ty = 0,

rises to a maximum at moderate supersonic speeds and recrosses the Ty,

axis between Mach 6 and 10, depending on the assumed variations of viscosity
and heat conductivity with T. If the "exact" quenching curve had multiple
crossings at a given M as T, decreased, reversals and rereversals of quenching
and amplification on & smooth plate would have to take place.
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distance of the separated layer decrzases and more so in the second case!

One night's perusal of Gropengiessert's thesis manuscript, Ref. 70, indicates
that at least the first effect has solid theoretical foundation, but & better
assessment must await the availability of the thesis. Incidentally,
Gropengiesser's analysis is of "spatial” type (wave number rather than freq-
uency being complex) - the first at supersonic speeds. The similarity of

its Mach number variations to those of Mack is then especially reassuring.

The examples in this subzection thus restore one's confidence that in
many cases of supersonic transition the T-S instability theory may somehow
describe the underlying mechanisms of the long build up of disturbances before
the final non linear three-dimensional reorganization of the fluctuating
fields. The highly mathematical nature of the theory (simpler as it is
because of linearity) makes it difficult to identify the physical mechanisms.
Even Mack speaks of "mystery lines" in the o vs. M plane (Ref. 1) which
separate distinct behavior of solutions for the flat-plate problem. Since
Brown (Ref. 23) and Mack (Refs. 1 and 20) have shown conclusively that at
supersonic speeds one has to resort to numerical solutions while relying
on the asymptotic theories for basic guidance, the numerical output resembles
in a sense the outputs of carefully guided, repeated and rechecked sets of
experiments. And yet the critical folding and branching of the solutions
when one tries to imagine them in a suitable phase space of best-bet pars-
meters is very elusive.

A chastening (or qualifying?) experience awaits the ambitious trans-
ition correlators should they embark on the important task of correlating
the already preorganized information on-the behavior of the most amplified
disturbances as functions of M, Re, and cooling in Chapters 14 to 20 of
Mack's opus, Ref. 1. Reshotko (Ref. 79) boldly shows the way by focusing
on the controversy over transition sensitivity to cooling at higher Mach
numbers (Refs. 80-8#). He demonstrates that the absence or presence of
the temperature effect in different hypersonic facilities may be recon-
cilable with the help of a Mack-based correlation and & number of plausible
assumptions. In the language of this report, he shows that the measurements
were carried out in different parts of the relevant phase space. The full
validation of the Reshotko model would require fairly sophisticated experi-
mentation. For the time being, Reshotko shifted the argument concerning
hypersonic cooling from the dead center of YES or NO confrontations to the
more fruitful consideration of the subtle relations between the underlying
controllable parameters and those characterizing the disturbance environ-
ment. If this path proves successful, the designer will need more infor-
mation on the disturbance environment throughout the operations of his
vehicle.
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k., SUPERSONIC MICROSCOPIC EVIDENCE AND VARIQUS INSTABILITY THEORIES

Each instability theory discards not only the terms of second
order in the fluctuation amplitudes but also other selected terms
considered to be of higher order for the objectives <f the specific
investigation. Mack and Brown have developed programs for the eighth
order differential equation system needed to cover both the three-
dimensional disturbances and the full viscosity effects, including
linearized dissipation. Yet Mack's breakthrough utilized the simpli-
city of the second-order system to which the eighth order system
reduces when the effects of molecular transport are neglected. One
could ask: What features can one exclude in what range of parameters ;
and still retain a reliable foundation? 5

i
i
|

o

One feature all the theories exclude is the variation of the
properties of the external flow and of the boundary layer as the
distance x from the leading edge increases. Thus the growing mean
boundary layer at a given Re, is app~oximated "locally” by a layer
having the same U and p profile as & unction of y, but not including
their x derivative or their companion, the mean vertical component
v(x,y). This assumption of locally constant base, historically mis-
named as the quasi-parallel assumption, is generally considered sat- -
isfactory (Refs. 24, 85-92), except possibly for low Reynolds-number ;
free shear layers and hypersonic attached boundary layers which
thicken rapidly with M for a fixed Rex. If one allows the x variations
to enter more explicitly, the differential equations acquire x-depen-
dent coefficients. Not only has one to deal with partial rather than
ordinary differential equations but the generality of the approach to
arbitrary disturbances by the combined eigenfunction expansion in y
and Fourier decomposition in x and z vanishes, raising other serious
questions., The preceding considerations introduce the problem reised i
by Brown (Ref. 23) when he decided to include the mean vertical
velocity V(y) (while neglecting the x derivatives) in order to come
closer to specific instability measurements.

0f courle, even microscopic experiments contain inaccuracies and
pockets of :icertainty. What constitutes solid evidence for what
theor~.ical & imation? In view of the importance of establishing
a .utional Dasis for estimating transition trends, the present some-
+hat confused state of the evidence is here critically summarized -
probably at the cost of a few old friendships. The present tentative

probubility assessments could well change ghould any of the experi-
ments below, especially the fourth one be repeated.

it
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The instability evidence of Brown and Mack rests on just four :
sete of microscopic experiments: two from the prehistoric era of )
supersonic two-dimensionality by Laufer and Vrebalovich (Ref. 18;

M of 2.2 and 1.6) and by Demetriades (Ref. 93; M of 5.8) and two by :
Kendall., The first, K; at M of 4.5, is in Ref. 22a, while the second, i
Ky, at M of 2.4 was not published because a check of all relevant f
conditions could not be made. In view of the closing down of his )
facility and the improbsbility of a recheck, Dr. Kendall kindly i
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allowed the author to describe these very tentative results for the purposes
of the present assessment. The L-V and D experiments suffered from side-
wall sound contamination which called for generation of artificial "siren"
type disturbances somewhat larger than otherwise necessary, especislly in
case D. By contrast, Kerdall's difficulty in K, was associated with
separation at the back of his test plate, his wall boundery layers remain-
ing laminar. While attempts at minimizing the effects of this separation
consumed time, the condition probably did not influence the key 2D glow-
discharge excited measurements. However, not all supporting information
could be checked and the rigorous Laufer-Kendall tradition of JPL (see

p. 279 of Ref. 18) frowns on publication of unchecked data. Thus, the
purest touch stone of instability theories consists of the K; measure-
ments of the {irst and second modes in Ref. 22a.

For the sake of clarity, a number of ordered independent observations
can first be made.

(a). Both Brown (Ref. 23, p. 1758, line 4) and Mack agree on the
neutral curve at M of 2.2 for 2D disturbances, labeled "Complete Equations,
Numerical Solutions" in Fig. 8. Thus fortunately there is a common point of
departure which precludes any numerical error as an explanation for the
difference between this neutral curve and the L-V data in Fig. 8. Further-
more, any disagreement between the results frcm their respective 8th order
systems probably stems from the extra V(y) and dV/dy mean velocity terms of
Brown (although differences in handling 3D disturbances may also enter).

(b) The agreement between the all-important K; detailed measurements
and Mack's theory for both modes 1 and 2 including amplification rates and
phase velocities is simply remarkeble - .>e Ref. 22a and Figs. 20.3 to 20.5
of Ref. 1, the first of which is reproduced here as Fig. 9. The eviderce is
thus very strong that at M of 4.5 Mack's system provides an excellent base
for the linear development of disturbances on their road toward transition.
The qualitative agreements between theory and transition, cited in Section
III-3, are then probably not fortuitous. Of course, the reasons for any
exceptions, such as those in Section III-2, must be closely examined to pre-
clude overconfidence in any range of parameters. On the cther hand, the
promise of at least a partial rational tool sppears to be sufficiently great
to warrant early extensions of the theory to supersonic flows with pressure

radients, to flows with ablation, and to three-dimensional flows (which all
are practically important, and the latter two prime suspects in hastening
transition). At the present time there exists no supersonic rational guide,
even inviscid, with respect to these parameters.

(c) Brown and the present author agree that the arrangement of seven
spanwise separate slits for the generation of artificisl disturbances in D
undoubtedly caused a complicated single~-frequency mixture of two and three-
dimensional disturbances (which at the time were not generally recognized
as serious). The special care with which the search for a neutral curve has
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to be conducted is illustrated on pages 279-282 of 1~V (Laufer-Vrebalovich).
No comparable precautions are indicated in Ref. 93. With the additional
problem of the sensitivity of the hot wire with respect to the phased super-
position of signals at different orientations with different rates or growth
and decay, the neutral curve D can hardly have the meaning assigned to it
by Brown. Furthermore, according to Ref. 93:..."The air injectior rate

may be .... affecting the fluctuation amplitude and also changing the
boundery-layer thickness. Both of these effects are thought to be small'.
The injection rates were not very small and varied from point to point:
"Generally, data were taken at all suberitical rates, the guiding
consideration being the appearance and clarity of the energy peak at the
siren frequency". ILaufer and Vrebalovich on the other hand tried to

measure the mean layer properties, pp. 271-272, and identified the danger

of interaction between the disturbances and the mean flow field (their

Fig. 21 and pages 277-278). They speak of "the extreme sensitivity of the
boundary-layer stability mechanisms (and incidentally of the instrumentation)
to any changes in the mean flow field".

(d) In view of these different considerations, it would appear that
Brown's computations at M of 5 would be more suitably tested against the
clean K; results at M of 4.5 rather than the obscure results D at M of 5.8.
As basic a question as that of the inclusion of V(y) should be decided on
the basis of the most reliable information. It is evident from the date
of the contract report in Ref. 23 that Kendall'ls results were not in
existence when Brown made his computeticns, The author has therefore
inserted Brown's neutral points for a 55° oblique wave (Brown's Fig. 6)
into Fig. 9. The comparison does not speak well for the inclusion of
V(y) into the system of the equations even when allowance is made for
the shift of Mach number from 5 to 4.5. It is hoped that Brown's program
can be used for a complete check of K; results, including amplifications
and phase velocities.

(e) Brown's present results have disclosed the sensitivity of the
stability characteristics to the inclusion of V(y) and dv/dy at M of 5.
However, since dU/dx and dp/dx are not included {for the mathematical
reasons discussed earlier) the equation of continuity of the mean flow is
not satisfied. It has been the author's experience that in problems in-
volving vorticity and entropy perturbations, which tend tc he mass
attached, approximations involving violations of maess conservations are
usually coupled with spurious sources of vorticity and entropy fluctuations.
This may be one of the reasons for the discrepancy between Brown and
Kendall. As much as the increase in V in hypersonic problems is dis-

turbing, Brown's approach appears contraindicated on the basis of present
informaticn.

(£) According to Mack's inviscid and viscous results (Ref. 1,
Section 15) the region of the L-V and K, experiments near M = 2 is peculiarly
sensitive to changes in mean U and p profiles, and hence to obliquity of the
waves, heat transfer and even static temperature level. It is possible
that in this "singular" region inadequacies of the theory (e.g. the omission
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of the V terms) might cause larger errors than at M = 4.5 -~ see item (b).
A measure of the discrepancy between L-V and Mack-Brown at M = 2.2 (see
iten (az)is the shift in the neutral curve in Fig. 8. Both branches of
the Ko (unchecked) neutral curve are higher than the L-V data in Fig. 8
for R < 580 and rise rapidly as R drops below 500. K, -aves were verified
as two-dimensicnal while some doubts exist about the L~V experiments - see
items (g) and (h). Both Brown (Fig. 3 and 5 of Ref. 23) and Mack (Fig.
20.1 and 20.2 of Ref. 1) “"perturbed" the mean 2D flows at M of 2.2 by
including 3D disturbances and Brown Uy ircluding the V terms as well.
Prum a comparison between these figures it seems that (;2 at M of 2.2 the
vasitivity to the V effect is much smaller than at 4.5 (2) the L-V
results would agree with the theories quite well if the experimental
disturbances were sufficiently oblique, on the order of 55-600 - see item (g).

(g) As previously mentioned the L-V experiments were carried out before
the possible role of the 3D disturbances became evident. Checks on two-
dimensionality of the disturbances and mean boundary layer were apparently
omitted. The original 1958 JPL Report MNo. 20-116 discloses that the span-
wise slit for the siren excitation was only 1.5 inches long compared to a
10 inch operating distance and to wavelengths on the order of 0.7 inch.
Kendall's adverse experience with warping of two-dimensionally excited
disturbances at M of 4.5 (where their theoretical ampliiication relative to
skew disturbances is larger than at M of 2.2) might suggest that a mixture of
2D end skew disturbances could heve been similarly present in the L-V
experiments.

(h) However, the 2D part of the incomplete Ko experiments at M of
2.4 also disagrees with the 2D theory concerning the location of the neutral
points and the measured amplification rates which reach some 60% of the I-V
values at R = 500. Both the waves and the mean boundary layer were checked
for two-dimensionality. Furthernore, at any wire overheat, the fluctuation
amplitudes thr ugh the boundary layer thickness were self-similar at
different x positions, indicating a pure signal. (The self-similarity was
merred in the L-V experiments.) Unfortunately, there was no opportunity
for absolute measurements of the mean U and p profiles with the glow-
discharge excitor operating. (There was a 24 outward shift in the relative
PU measurements with the glow-discharge on even though the artificial
disturbance level was an order of magnitude smaller than for L-V). In this
very sensitive Mach number region (see item (f')) one must know whether
these profiles matched the theoretical mean profiles for which the
stability characteristics were computed.

(1) One can offer the following tentative conclusions. It is
highly desirable to repeat and complete Kendall's experiments Ko in
order to remove the slight element of doubt about the theory in that
sensitive Mach number region. In the meantims, observations (£) to
(h) suggest that the partially unknown conditions in the experiments
L-V end K, may also be responsible for the existing discrepancies in
this Mach number range. They msy all be consistent, simply referring
to different mean flow conditions. Observatious (b) to (f) indicate
that the inclusion of V and dV/dy in the theory without simultaneous
(prohibitive) consideration of the x variation of ihe mean flow is
less likely to be correct than the quasi-parallel theory.
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It appears that the programs of Mack and Brown (less the V terms)
do represent a promising rational guide to the parametric trends of
the linear part of the development of turbulence. Thus the recom-
mendations for extension of the system to the three practically
Tmportant parameters listed under (b) deserve early attention.

It is hoped that the present subsection will be accepted in & con-
structive spirit and that it will help the uninitiated to appreciste
further the subtleties of the theoretical and experimental problems at
supersonic speeds. (How important it is to know well the actual mean
profile and how often is it really known in nonmicroscopic experi-
menvs?) As a reminder of the richness of possible combinations of
effects - without cooling, roughness, non linear developments, pressure
gradients, cross-flows, etec. Figure 10 is reproduced from Ref. 1. of
course it is the cumulative effect of these different local amplification
rates elong the growing boundery layer which would ultimately lead to
non linearity and breakdown.
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5. INSTABILITY THEORY, NON-SIMILARITY OF BOUNDARY LAYER, AND EFFECTS OF
UNIT-REYNOLDS NUMBER.

In order to appreciate better the possible degrees of interrelationship
between non similarity due to roughness and linear instability characteristics
one resorts again to low speeds where recent microscopic experiments have
disclosed the existence of several mechanisms. The simplest situation is
that of a single two-dimensional roughress (e.g. & wire of height k < 8,
attached to the wall at distance xi from the leading edge of a flat plate)
which has been studied by P. Klebanoff (Ref. 94) in the fundamentalist
Dryden-Schubauer-Klebanoff tradition. Two-dimensionality of the baric
Blasius layer at x; and of the roughness was established within the accuracy
of careful measurements. However, significant spanwise variations of
fluctuation velocity u' sensed by & hot-wire were observed downstream of
the roughness. The first lesson (supported by evidence elsewhere) thus
appears to be that even carefully installed two-dimensional objects gen-
erating longitudinsl pressure gradients (this includes leading and treiling
edges) enhance three-dimensionality of amplified disturbances. The span-
wise locations of the (intensity) peax and valley (see footnote on last
page of Section III-1) remsined unchanged downstream. The three-dimen~

sionalization undoubtedly accelerates the approach to turbulence as discussed
in Section III-1.

By tracing the development of the fluctuation spectra from the locally
separated velocity profiles to the reattaclied non-similar profiles and
finally to the recstablished Blasius profiles and comparing them among
themselves and with theoretical amplification rates, Kletanoff observed
(a) that a T-S amplification mechanism corresponding to the deformed pro-
files dominated the development and (b) that free-stream turbulence partly
penerates and agitates the boundary layer (the motions remaining uncorrelated

with T-S waves of the same frequency)and partly evokes independent ampli-
fying T-S fluctuaticns.

Some of the observations agree with anrd extend the results of the earlier
hot-wire explorations of Tani and Sato, Ref. 131. The roughness in effect
operated like a series-inserted, powerful amplifier with a broader bandwidth
(see also Fig. 3). As the unit Reynolds number changed, the bandwidth and
the amplification "setting" varied. At high unit Reynolds numbers, turbu-
lence could spring forth in the "recovery zone" before the Blasius profile
reestablished itself. At somewhat lcwer unit Reynolds numbers, the distorted
profiles merely passed on to the less-amplifying normal profiles new, higher
and broader, disturbance spectra. For fluctuation levels below about 1%
of free-stream velocity, the preampliried parts of the spectra to which
the reestablished profiles were T-S sensitive, would then grow still further,
leading to an earlier-than-normal transition. The role and sensitivity of
the preamplifier is illustrated by a 70% rise of the (beginning) transition
Reynolds number from %.15 x 105 to 6 x 105 as the Reynolds number per foot
was lowered by 144 from 1.16 x 105 to 10°.
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Parenthetically, "the unit-Reynolds-number effect"” is no stranger
to lov-speed faclilitles, bui one can decrease the mystery by tracing
the changes 1n the intensity ani spectra of the free-stream distur-
bances, which make up a part of the effect, e.g. Kuethe, Wilimarth,
and Crocker, Ref. 95. One noticec that Klebanoff has & "transition
reversal” due %< roughness with unit Reynolds number as paramecter
while Fig. 7 demonstrated & "transition reversal" due to roughness
with wall temperature as parameter at M of 2.7. Of course, wall
cooling increases the unit Reynolds number in the boundary layer in
which the roughness is placed.

Another way of looking at the vhenomenon is to recognize that one
deals with an x-dependent pressure field in the vicinity of the rough-
ness {or un x-dependent departure of the geometrical similarity of
the boundary) which causes a change in the mean boundary layver profile.
As unit Reynolds rumber or wall temperature increase, the amplification
processes set in at a smaller x while the location of the non-similar
feature remains fixed. Disturbances thus have different histories as
they grow from some free-stream inoculated seed into a wave-packet
while travelirg dowastream at presumsbly the T-S group velocity.
Irrespective of the sensitivities of the subsequent non linear develop-
ments, the linear part of the disturbance growth depends on the inte-
grated history along the wave-packet trajectory. Only if the boundary
layer is completely self-similar can the ratio of the amplitudes A/Al
of Fig. 5 scale as a function of a single Reynolds number.

Most practical vehicles ard even simplest wind-tunnel models do
1ot have self-similar boundary lsyers all along their relevart T-3
sensitive lengths. Any deperture from similarity of the boundary
layer will in principle bring abnut a unit Re effect into the A/Al
function as Reynolds number based on & changes. Scmetimes "practically"
insignificant regions of geometrical non similarity cause substantial
unit Re effects. Thus, the discovery of the powerful influence which
small “egrees of blunting of leading edges (nosesz have on the x
location of transition on supersonic flat plates (cones) occasioned a
surprise and & controversy in 1952-56 (Refs. 96-105, 77). Such blunt-
ing indeed causes x pressure dependence extending downstream only over
distances commensurate with the diameter of the blunting, but through
the detached shock wave it alsc¢ generates an entropy layer of commen-
surate thickness. Not until this entropy distribution (traveling
along streamlines with little diffusion) becomes swallowed and digested
by the boundary layer, which grows into it, will the T-S amplification
rates be characterized by the local Reg. Even then, Reg will differ

from that which would theoretically occur at the same x without blunting.

The computation of the "swallowing distance" involves rather complicated
viscous and inviscid flow fields so that various approximations, not all
hermonious are used, Refs. 106-11C. Some scatter between reported
results can be expected on this account and because of inaccuracies

in the none-too-easy measurements of the blunting. Furthermore,
manufacturing and meintaining of sparwise uniform thicknesses on the
order of one thousandilh of an inch presents non-trivial problems in
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model technology. The practice of using several thicknesses and extra-
polating Regpr tO Zero thickness seems generally accepted, e.g. Ref. 2.
The complexity of the cooperating effects can be seen froam the fact
that the Reynolds number of transition cbteined by such a limiting
procadure generally remsins & function of the unit Reynolds number in

wind tunnels. It is to this residual unit Re effect that Reference 2
sddresses itself.

The departure firncm similarity of the bcoundary layer can come not
only fram the x varistion in free-stream characteristics, Je(x), peflx)
and Se(x), but &lso from x veriation of the wall parameters determining
boundary conditiors, T.{x) and m(x). Suspecting that the parabolic
downatrear influence of such variations may be exstensive, J. Whitfield
{Re?. 111) generated Fig 1li. An idealized step-wise case of & "hot"
leading edge at s Mach pumber of 6, simulating experimental conditions
in winé tunnels and fre=e flight (see for instance the milder case of
Fig. 11 of Ref. 83), was computed with the aid cf the Jaffe, Lind, and
Smith progrsm for non similar boundary luyers, Ref. 112, with thought-
provoking results. In the upper part of Figu: 2 11, the computed inter-
mediante mass-flux profile (at a distence x' from the cold junction
2qual to 147 timcs the thickness of the boundary layer at the Junction)
can be compared with the asymphtotic profiles over the leading edge {at
the "hot" wall-to-stagnation temperature ratio of 0.8) and that far
downstream, corresponding the "cooled" 0.2 value of the same ratio.
From the lowsr helf of Fig. 11, one observes that the profile adjust-
ment {defined immediately above the figure) is less than 70% complete!
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The question of the true significance of such chenges in the pro-
file will remain open for some time because profile dependence on x
is presently bteyond the capability of weliable instability theory - see
beginnirg of Section III-h. Adopting the approximation of locally
constant base one can turn to Mack's cocled plate results at M of 5.8
Fig. 12, as a guide. Keeping in mind that the ordinate is propsortional
tc the exponent in an exponential growth, one can see that the liocal
heating of the leading edge could ac% as a powerful preamplifier like
the single .oughness of Klebanoff - if the enviromment harbors distur-
bances with affinity for T-S mode. In that mode the oblique family
could possibly fatten up beyond linear recall before the wall quench-
ing would become operative. On the other hend, the hot lip would tend
to stabilize any "acoustic" modes, in particular the most dangerous
mode 2. Becsuse of the competing modes the situation looms again more
complex than it is at low speeds even when no account is taken of the
i1.fluences of mean ~ross flow and other, strictly non T-S modes.
Furthermore, it is to he expected that as the unit Reynolds number
varies, the preamplifier (or quenching filter) will influence different
segments of the amplification history of a wave packet relative to a
fixed hot-cold junction. Actuelly the latter would be modified as
.ell since it simulates the balance between the aercdynamic convective
heating and conductive heating inside the body. Nevertheless, hot lips
and hot noses make good cand: J.tes for sponsors of unit Kkeynolds

number effects. The unanswerva question is: how large can this effect
be?
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Ao already meptioned, non uniformities in leading edges and noses
bring about x sod z (or @) dependence. Through the influence on the
mean boundary layer the combined effects tend to linger downstream
as the author was able to trace with the &id of a hot wire and pitot
tube at M = 1.77 (Rer. 113). Extensive rcsearch on supersonric tran-
eition in a combination of tunnel and aeroballistic range at Ames
Lavoratories has pinpointed the sharp lip or nose region as cne of
large sensitivity to minute 3D roughness and imperfections on colder
bodies especially at higher wuit Reynolds numbers, see Jedlicka,
Wilkins, and etfr {Ref. 11k4), Carros (Ref. 115), and James (Ref. 116).

Tn the antupor's 1.77 M experience, the absence of any higher-intensity
dicates & possible T-S mechanism enhanced by the three-dimensionality
see the end of thies Subsection for documentation of such behavior at

iow speeds}. The Ames phenomena may or may not heve bypassed the T-S

meckanism {Section IIi-6) - a possibility of concern in any new range
of parsmeters.

The hot-lip example focuses attention on two rather neglected
nroblieme especially at high speeds:

(A) Determination of envirommental disturbances for
different facilities and testing techniques;

(B) Assessment of receptivity of the boundary layer
to such disturbances.

The latter concern was dramatically illustrated by G. B. Brown
ir 1935 (Ref. 117) when he demonstrated complete immunity of a low-
speed 2D jet to sound irradiation of the dangerous frequency until
the sound was allowed to penetrate laterally to the root of the jet
at the orifice itself. Apparently the jat vorticity layer could not
asgimilate the irrotational excitation except in & more singular region
of detachment from the solid boundary. Receptivity to sound through
singular regions near stagnation points, separation points, etc. may
be of lesser importance at supersonic speeds because of changes in
velative propagation speeds of the T-S waves and sound.

In one view the response of a boundary layer in the T-S sense
thus depends not only on the presence of identified potential contami-
nents in the free stream but also on some kind of transfer functions
characterizing the assimilation of the free-stream disturbance
packets into "initisl space-time distributions" inside the layer! from

7. At higher supersonic speeds the development of a disturbance can
depend quite drastically upon the location at which it is "inter-
nalized" by the boundary layer as Mack has shown in connection with
cooling effects at M of 5.8 and Fig. 12 of Ref. 20. History of the
disturbences thus metters in many ways.

26

- PETTOORY TR




LA

UM TR AT

TR EYTR 'y Kkl et

which they can grow according to spatisl or temporal instability theory,

see (b) p. 25. In another view, the eigenvalue problem would be replaced by
obtaining direct response functions to free-stream fluctuating fields from
non-homogeneous disturbance equations. This forcing approach was abandoned
in the 1950's and is currently in the early stages of reconsideration,

Refs. 118 and 119. Physically, one difficulty stems from the differences in
the intrinsic propagation speeds of the free stream disturbances and those of
the most excitable T-S waves. In either view, the relationship between
measured free-stream disturbances and amplification of disturbances in the
boundary layer is indirect. See also cbservation (b) p. 23.

As to (A), +the presence of multiple 2D and 3D instability modes suggests
that adequate characterization of the disturbances should include that of the
three-dimensional orientation besides the intensity and spectral measurements.
Separation into vorticity, sound, and entropy modes (Refs. 64, 62, 60, 113)
appears desirable even in low-speed wind tunnels. In fact, there are indi-
cations that larger-scale unsteady "incompressible" pressure fields may be
causing much of the damage; e.g. compare Refs. 120, 121 and 122. Only
microscopic diagnostic measurements in the free stream with simultaneous
microscopic probing of the boundary-layer response can clarify the roles of
turbulence, progressive and standing sound waves in Ref. 267. At supersonic
and hypersonic speeds, one may have to be satisfied with partial, hopefully
illuminating, answers because of considerable technical difficulties,

Ref. 62. Currently, funding difficulties have cut off some promising response
explorations by Kendall in the Jet Propulsion Laboratories Supersonic Wind
Tunnel, the only ones of their kind.

Earlier in this section, the ratio of disturbance amplitudes, A/Al, at
two stations, was seen to scaele with a si.gle Reynolds number only when the
boundary layer is completely self-similar (and the assumption of locally
constant base is justified). Steady perturbations of geometry, free-stream,
and boundary conditions could each induce a non similarity which would in
effect make A/A dependent on unit Reynolds number. Now, the environmental
disturbances (A} (especially in wind tunnels) and the boundary-layer
receptivity (B) to these disturbances also depend upon mar;, parameters, in
particular Mach number and Reynolds number, oftten in a complex manner
(Ref. 57 and €0). As a simplest example, consider the spectrum of sound
radiated by the turbulent boundary layer on the sidewall. In all probability,
the frequencies in the energetic part of the spectrum will vary inversely with
the boundary layer thickness even &t hypersonic Mach numbers (Ref. 123 and
124k). If so, one has a picture of the likely shift in the most energetic
frequencies of a class of important envirommental disturbances with M and
unit Reynolds number. The non-flatness of the disturbance spectrum and its
shift with unit Reynolds number must be grafted upon the A/Al function of
the parameters. The dependence of the intensity of the disturbances can be
expected to be at least as complicated.
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One might say that it would be most surprising if the disturbance
amplitudes emerging from the linear T-S regime were independent of unit
Reynclds number when these various influences operate together. Even
when only the linear T-S mechanism is considered one may safely assert
that the unit Reynolds number effect does not represent one effect but
a complex superposition of many functional relationships, not all of
which have te2en mentioned. In some ranges of parameters one simpler
combination of influences may daminate and deceptively regular depen-
dence on the dimensional ignorance parameter, the unit Reynold: number,
may result. The danger perhaps lies in thinking this regular cependence
too general. As two given families of experiments thread their way
through the range of instability characteristics, partly portrayed in
Figs. 10 and 12, in presence of their inherent non similarity para-
meters and variable envirommental inputs (A) and (B), the disturbance

outputs may vary in parallel over a range of parameters and then part
company.

Such changes are observed but often readily forgotten or dismissed
as "bad points". The most recent surprise was experienced by Softley
et al (Ref. 109) when the Mach number 8-9 results failed to follow the
anticipated 0.3-0.4 power variastion with unit Reynolds number and the
Reynolds number of transition on their 10° total-angle cone remained
essentially constant, see Fig. 13. Actually, one might say that such
changes in the dependence on the ignorance parameter are to be welcomed
because they provide an opportunity of removing part of the ignorance by
studying more carefully the response to different controllable distur-
bance and shape parameters in the vicinity of the conditions where the
change of character took place. Systematic exploitation of such gpoiler
techniques for sensitivity to isolatable parameters can add considerably
to the depth of understanding which is possible in non microscopic
experiments.

It is appropriate to end this Subsection, heavy with speculation
and exhortation, by returning to the reality of microscopic low-speed
observations. In 1961-62 Tanl and co-workers (Ref. 125) focused ~n’the
far-~-downstream development of the steady and unsteady wakes behind a
single three-dimensional roughness, namely a vertical cylinder 2mm in
diameter, protruding 2 mm (k) outward from a flat plate (xk of 0.4m
and Uy of 6.6 m/sec.). When the near wake (the equivalent of
Klebanoff's region of non similar profiles, p. 21) settled down (see &lso
Section IXI-6) & spanwise corrugation of the mean boundary layer
remained. (It had a nearly constant width which scaled with k.) The
steady horseshoe vortex anchored in front of the roughness caused a
downwash in the wake center, making the boundary layer there 15-20y
thinner than normel. Nevertheless, past the near wake, tre mean
profile there and elsewhere agreed with the Blasius profile within
the accuracy of the measurements. Lsterally moving hot wires disclosed
thicker gymmetric rif~es on the two sides of the wake, then a symmetric
thinning of the laye , before the undisturbed state was asymptotically
reached. The fluctuation response to a mild stimulation from a vibrating
ribbon followed the exponential law of T-S waves and the profiles
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remained Blasius-~like until the non linear regime set in. At a

given height the wires recorded higher fluctualing as well as mean
velocities at the extra thin central section and at the two thinner-
than-normal sidebands. The development thus resembled the normal T-S8
peak and valley pattern (see references cited in Section III-1 on

p. 8 and footnote 3 on p. 10) in spite of the upstream wounding of the
boundary layer by the roughness. However, as the non linearity
approached, the maximum amplification occurred not in the center but
in the thinner sideband where also the first breakdown took place.

; This unexpected behavior is now suspected to be due to the difference
3 in the a.c. energy transfer in the spanwise direccion - see Tani in
footnote 3 on p. 10.

These careful experiments demonstrate that in the so-called
subcritical regime the isolated 3D roughness plays a variasnt of the role
described for the 2D single roughness of Klebanoff at the beginning of
this Subsection. It may not preamplify as much as the 2D roughness,
but it fosters a much stronger spanwise non uniformity of the mean
layer. The normal T-S mechanism enhanced by the spanwise corrugation
(Refs. 9, 36-38)"feeds"on free-streem disturbances, preamplified or
not, and brings about an earlier than normal non linearity and breakdown.
This constitutes a subtle far-wake cooperation between the parameters
of the 3D roughness and those of the T-S mechanism. Like the
Klebanoff's case this cooperation can hardly be expected to scale
with pure Reg (even if the disturbances were truly inveriant) because
] there are at least two other characteristic lengths besides 5, namely
: Xy and k. The transition Reynolds number indeed varies with the catch-
A all unit Reynolds number when & single 3D roughness is present and
does so differently than when the latter is absent. At a certain
stage when the unit Reynolds number increases, transition moves
rapidly forward to the near wake of the roughness. The role of the
near wake is taken up in the next Section.
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6. SINGLE 3D ROUGHNESS, T-S BYPASS, AND CRITERTA FOR SELF-REGENERATION
OF WALL TURBULENCE.

At higher unit Reynolds numbers (or presumably at higher exci-
tations), breakdown and transition in Klebanoff's 2D roughness experi-
ments (Section III-5, p. 23) would occur in the non similar recovery
zone or even over the locally-separated flow region. The preamplifier
of the distoried mean layer would drive the level all the way to the
non linear regime and preempt the normal T-S processes in the Blasius
layer. In view of the features in Fig. 3 this distinction between
degrees of T-S type amplification would probably not be worth meking
if it were not for the contrast with the disturbance behavior in the
near wake of an isolated 3D roughness. Unsteady visualizations and
hot-wire measurements of many suthors (Refs. 34, 125-129) captured
various phases of the qualitatively different phenomena like that of
Fig. 14 (reproduced from G. R. Hall's Ref. 130).

In Fig. il the horizontal cylindrical obstacle is burried deep
in the boundary layer only the inner portio> of whica is made visible
by smoke. Keeping in mind that roughness is time-independent and
passive, one can surmise that the near-wake preamplifier had affinity
for a portion of the spectral distribution of the fluctuations present
near the wall, however small. In fact, it selected a wave pattern and
drove it to the non linear regime as the vortex formation and motion
in Fig. 1% documents. However; in contrast to Fig. 2, there were no
"bursts" and the flow remained laminar! These nor. linear vorticity
formations simply diffused as they moved downstream toward the far.
wake (discussed at the end of Section III-5). The unstable vorticity
formations behind roughness elements can take diverse and intriguing
shapes especially if there is spanwise asymmetry. For their vertically
oriented cylindrical element, Tani et al describe the formations as
"a pair of closely spaced vortex filaments originating from spiral
fileaments which rise vertically from points on the plate right
behind the roughness element" in Ref. 125. These also decayed, leaving
only the anchored horseshoe vortex pair responsible for the spanwise
corrugation {end of Section III-5).

Thus, in the subcritical regime of a single roughness there may !
often be much vigorous unsteady three-dimensional vortical activity
which fails to trigger further scrambling of the neighboring reservoir
of oriented vorticity w; and to sustain wall turbulence. This occurs
in spite of the fact that the scales of these disturbances are closer
to the anticipated scales of the energetic turbulent eddies than are
the scales of the T-S motion (see discussion at the beginning of
Saction III-1). Either these scales are too small (too diffusive),
or the intensity is not high enough, or both. The smallness of these
scales probsbly expleins why the Tani-documented roughness effect took
the subtie indirect path through three-dimensionalization of the mean
flow rather than the direct'"feeding"of T-S instebility as in Klebanoff's
2D broad-band preamplifier (Section ITI-5: (b) of p. 23 and pp. 28-29). This
lower "effectiveness"of the 3D roughness at low speeds had drawn many
comments in the literature.
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Viewed from this perspective, the passive sirgle roughness provides
too restrictive an input of disturbences for adequate parametric
exploitation of the elusive criteria of initiation of self-regererative
wall turbulence and of its minimum Reynolds number. A microscopic
investigation based on various three-dimensional disturbances, con-
trolled in frequency and amplitude, would appear &s & fruitful next
step at "incompressible" speeds. Design of appropriate disturber units
is now under way at the Illinois Institute of Technology. Parenthetically,
the six narrow slits of Demetriades' intermittent siren at Mach number
of 5.8 (page 18 and Section III-k-c) represented in fact a collection
of such controlled 3D disturbers rather than an operational equivalent
of a two-dimensional vibrating ribbon.

As many observers of 3D roughness effects have well documented
(e.g. Refs. 125-134, 137, 138 and references therein), at some stage
of the development "the slightest increase in stream velocity or rough-
ness height changes the pattern from twin streasks to & fully turbulent
wedge originating et the roughness element. This quick movement of
transition position seems to distinguish the effect of 3D roughness
from that of 2D roughness ..."(Tani, Ref. 133). The key to this part
of the contrast of the behavior of critical Reynolds number Re
probably rests on the fact that the unsteady vortical formations, like
those of Fig. 1k, now do change to turbulent eddies, initially on
the order of the scales characteristic of the roughness wake (e.g.

Fig. 11 of Ref. 130). The T-S mechanism of the whole layer and its
long waves have been bypassed. Rather, the near-wake instability
apparently can feed directly into the vortical motion which constitutes
self-sustaining turbulence in a widening turbulent wedge. The rapid
acquisition of randomness and other scale sizes in this area has not
been investigated in detail, but it can be inferred from isolated
evidence.

While the scales of the 3D vortical motions apparently must he
in the proper range, their intensity undoubtedly plays a role in the
self-regeneration criteria. By studying the turbulent breakdown in a
leminar layer disturbed by increasingly strong spark discharges, Elder
(Ref. 139) came to the rather strong conclusion that whenever the
streamwise fluction velocity u' exceeded 18 * 2.5% of the free-stream
velocity hreakdown would ensue for all Re, between 2¢x10™ and 106.
One notes . "t u' fluctuations exceeding 12% of maximum mean velocity
in developed turbulent layers have not been observed (flat-plate
boundary layer, pipe, channel flow). An r.m.s. fluctuation of 184 of
U_ would represent a very intense disturbance indeed. Such intensities
are unlikely to cccur "naturally" and may be difficult to trigger
artificially without recourse to sparks. Grid generated free-stream
turbulence decays rapidly to levels below 6% and lower. Thus, according
to Elder's criterion, even such large non linear disturbances would
still have to be amplified upon entering the boundary layer or remain
sterile. The nature of the processes generated by Elder’s spark can
only be surmised, but there seemed to be no sharp fluctuation maximum
across the layer thickness. In contrast, Klebanoff et al (Ref. 38)
found & sharp peak of u' of 16% of U, at y/8 of 0.4 at the final
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breakdown of the T-S amplification chain, in general agreement with the
maximum values of Kovasznay et al, Ref. 37, Tani and Komods, Ref. Wb, and
Tani et al, Ref. 125.

It would seem unwise to draw any public conclusions from such hetero-
geneous information at this time other than thav (a) the turbulence triggering
scales can be commensurate with critical 3D roughness size at low speeds and
(b) even in presence of high free-stream fluctuations some amplification such
as that of the near-wake disturbances asppears necessary. Tentative conclusion
(bv) provides some reassurance that "finite-amplitude" disturbances, unless they
distort the mean profile into some other powerful enough "amplifier", may not
be as likely to trigger sustained turbulence as the ignorance-based cliche's
seem to make them. However, in this connection a gereral comment of Coles,
Ref. 162, should be quoted: "The main difficulty in the case of boundary-
layer flow is that the inherent increase in Reynolds numbers with distance
may act to convert a temporary, abnormal response to a strong disturbance into
a permesnent one." The tentative model of the boundary-layer responses sur-
mised from the information of this and the prereding Subsection is schematized
in Fig. 15. There ig a distinct quulitative difference in the 2D and 3D
developments for both the T-S route and the bypasses. Insofar as the rough-
ness instability process differs from that of the T-S pattern and from its
final breakdown, the 3D roughness of criticael size charts yet another road to
turbulence. The relative success and consistency of the newer correlationsg
for the critical 3D roughness size at low speeds (e.g. Refs. 132-134) may well
be due to the more direct chain of events and the apparent absence of pre-
tvrbulent scale change.

To what extent can the preceding concepts be trusted when the major
parameters like pressure gradient, free-stream turbulence, and cooling are
varied? Most of the cited references and others like Refs. 135 and 136,
agree that the critical Reynolds number for either 2D or 3D roughness
elemente is insensitive to the level of free-stream turbulence and to pressure
gradients. Yet Klebanoff's spectra show clearly that the amplification feeds
on the tunnel disturbances in the sense of (b) p. 23. And Fig. 7 of Smith
and Clutter (Ref. 132) indicates changes in transition itself for a range of
unit Re, apparently when the turbulence level drops below some level. The
concepts of this and preceding Subsection allow for & variety of behavior
especially when the relative roles of the linear and non linear phases of
the phenomena tend to shift. General conclusions from macroscopic experi-
ments in limited domains of the phase space of the parameters (such as
dimensionless combinations of k, X, &, U/v, intensity and 3D spectral
shape in the case at hand) should therefore be viewed as tentative probability
statements and their range of verified applicability underscored. Syste-
matic macroscopic experiments exploring the trends with wall cooling (through
the single texrm v above) would have a bearing on the early-transition paradox
of blunt reentry bodies (Section II) and could clarify the scaling laws still
further. In this connection there is much food for thought or the roughness
role in the detailed report on cooled blunt bodies at low speeds by Dunlap
and Kuethe (Ref. 140).
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The blunt body paradox involves the effects of a favorable {falling)
pressure gradient as well. The semi-microscoplc experiments of Peterson
and Horton (Ref. 141) in the highly favoreble pressure gradient on &

! large sphere demonstrate conclusively that 3D roughness elements can

; generate turbulent wedges in the forward region where the boundary
layer i5 unquestionably stable with respect to T-S waves. This cir-
cumstance provides further evidence that the amplification downstream
of the roughness which culminates in the seeding of the turbulent

; wedge is alien to the T-S mechanisms. There is speculation that the
large convective accelerations may feed energy into the stresmwise
vorticity disturbances which are generated by the obstacle. The cold
facts are that the critical Reynolds numbers Rey, ku(k)/v, of
Peterson-Horton fit the various correlations based on flat-plate data
well so that no influence can be iunferred on the present ‘evidence. On
G the other hand, evidence fo:r the presence of the vortex-stretching

' mechanism in the accelerating boundary layers on two-dimensional

] cylinders subjected to artificial free-stream turbulence appears to be
: growing. For instance, Kestin and Wood's (Ref. 142) carbon-paper
technique displays the formation of longitudinzl vortices some distance
downstream from the stagnation line when turbulence with u'/U of 0.02
impinges on the smooth cylinder - see also other references in Ref.
142. The preferred width of an individual vortex is on the order of

a boundary layer thickness, a new sca’e in the complex of instab:ilities.
Its possible influence on the criteria of turbulence seeding would
probably depend on the strength of the espiral motion which may be quite
small.

When it comes to the major parameter of Mach number no micro-
scopic information exists concerning either 2D or 3D roughness behavior.
One can speculate that the role of 2D roughness would follow the
Klebanoff pattern (Ref. 94) and that the Mack-Brown programs could
provide & .guide if one fed in the separated mean profiles. One should
keep in mind that the amplificetion trends with cooling are opposite
for the attached layer and the "fully separated" mixing layer - see
Gropengiesser, Ref. 70, Some of these effects were already discussed On p. 16,
re Fig. 7, indicating decreased 2D tripper effectiveness as M rises.

As to 3D roughness at supersonic and hypersonic speeds one can
only go to one's preferred source of corresponding correlations and
use them on faith. They represent a great deal of effort and can be
reconciled only by the authors themselves., With respect to the three
major contenders (Refs. 102, 143, 14k), a user, N. W. Sheetz in Ref. 83
states: "There is & great deal of uncertainty in the proper Regly
(critical roughness Reynolds number based on undisturbed conditions at
top of roughness). Values from the three references vary from 400 to
10,000 at a local M of 3 and from 30U to 40,000 at a local M of 6." The
latest updating of the Potter-Whitfield school can be found in Ref. 145
together with the claim: "The correlation of Potter and Whitfield
pro ides the only method available, to the suthors' knowledge, which
offers a quantitative estimate of the transition location for a given |
roughness size." Strong support for the P-W method, which uses the
higher Reklk values, came from a competing laboratory - see
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conclusion 5 of Holloway and Morrisette, Ref. 268. However, after their
latest experiments, Ref. 269, Morrisette et al point out that “artificial
transition does not move to the roughness position at hypersonic speeds”,
and suggest the usage of the bend in the Reyy vs Rey curve (or equivalent)
for correlation purposes instead of the position of the trip itself.
Whatever progress is made, is for low Re/in and large roughness sizes - away
from the conditions of transition reversal with temperature and of lower
Re¢, values in ballistic ranges.

Reference 145 and other recent papers (e.g. Refs. 110, 1L46-149, 268,
269) call attention to the strong flow-field distortione which the rough-
ness elements generate at supersonic and hypersonic speeds. They bring
about regions of very large heat transfer associated with the horseshoe
vortices (end of Section III-5) and with the increasingly strong shock
waves. In industriel hypersonic wind-tunnel testing, roughness is often
used to "get some measurements of turbu’ent heat transfer". The severe
distortion of the flow field makes reliable conclusions rather difficult.
In order to minimize such distortions Hama (Ref. 150) proposed & high-
speed version of his earlier tripping device (Ref. 151). Why indeed should
roughness be spherical or cylindrical? However, protuberances occur
on practical vehicles as a matter of course, and especially so when the
surface is ablating. Since lateral pressure gradients due to prctuberances
are likely to go up with M2, one may expect formation of stronger longi-
tudinal vortices with the concomitant danger of hot spots. ({The thicker
boundary layers may cushion the protuberance pressures but their low
skin friction makes them more susceptible to cross-flow near the wall.)
Furthermore, persistence of the rotational flow on the scale of the boundary
lnyer thickness might make the breakdown to hypersonic turbulence, if it
comes, more rapid than in the corresponding low-speed mechanism of
Tani et al (end of Section III-5 and Ref. 125). Since next to nothing
is known concerning the structure of hypersonic turbulent boundary
layers and what makes them self-sustaining, the estimator of transition
does not even have a clear intuitive target.

The distortion of the field and thickening of the boundary layer
are probably responsible for occasional distinctly odd effects. One
would expect 3D roughness at high Mach numbers to be either ineffective
or to move transition upstresm., However, it is hard to fault the
discussion of Holloway and Sterrett (Ref. 152) concerning their
Fig. 6f. It shows that a 3D elevwent of height equal to two thirds of
the local boundarv layer thickness shifts the end of transition region
some 17% downstream, while barely affecting the start of the transition
region, Similar effect was observed by Softley (Ref. 109).

In fact, when a user of the information dips into the original
data, he often finds himself a little confused and emerges with a
healthier attitude with respect to the correlations. Some additional
recent experiments are recommended in order to acquire more feeling
for the associated probabilities: Bandettini and Isler (Ref. 153),

Van Driest and McCauley (Ref. 154), McCauley (Ref. i54), McCauley et al
(Ref. 155), Nagematsu et al (Ref. 156), Dunevant and Stone (Ref. 157),

Van Driest et al (Ref. 158) and Van Driest end Blumer (Ref. 159). Even
from the daeta which filters into the final publications one senses much

randomness in the data and some arbitrariness permeating the final
conclusions.

3L




R

vt aroe g 7 RO 3

R S Y P g N 51 S

pageenm e e,
g e 3

There is the question of detection techniques and their relative
indications which also vary with the major parameters. This important
question fortunately is not germane to the objectives of the present
monograph. Hence the reader is referred to Laufer and Merte fRef. 57)
Bradfield (Ref. 160), Potter and Whitfield (Ref. 107-), Pate (Ref. 161)
and to the latter's unpublished correlations for at least partial
discussion. An associated question concerns the reasoning leading a
particular experimenter to focus on the beginning or the end of the
often extended transition regi~m. Practically both provide important
information. Theoretically, more ratiomnal understanding should be
possible for the beginning of the transition region (assuming that
there are no fixed turbulent wedges present as is often the case -
see Fig. 3 of Ref. 33) because the chain of events is less complex ana
because the better-understood linear region then forms & more signifi-
cant porticn of the total length. Self-respecting experimenters and
correlators should report both. Some of them do face the problem of
having detected only scme mean position, especially wnhen small-sample
visualization techniques are used. Thus Potter and Whitfield (Ref. 102)
chose the center of the transition region since "any assumption regard-
ing transition point is reasonable provided it is used consistently".
Unfortunately, inconsistency abounds among the families of experimenters
and correlators. The author would propose a mandatory usage of two

positions, whenever known, not only because a great deal more important

information is thus conveyed but also because the combination provides
some feeling for the quality of the data.
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7. TURBULENT SPOTS AND INIUCTICN PROCESSES AT HIGH SPEEDS.

The tentative model of the rcughness-induced processes of Fig. 15
culminates in a symbolic seed of wall turbulence. There is, of course,
& period of gestation between the acrelerated spectrsal evclution
following the "spikes" or equivalent breakdown Fgectian IIT-1) end the
developed state of Emmons' spots. In view of the probable non unique-
ness of the breakdown, this early pericd is unlixely ©o0 possess general
features :s. .“teristic of all transition in attached luyers. However,
the thr -¢....nsional, non linear, stochastic processes within the
low-speeu »pot itself apparently endow it with more generic significance
even e>rly in its development, see also Mitchner (Ref. 163), Schubauer
and itlebanoff (Ref. 31), Meyer and Kline (Ref. 34), Elder (Ref. 139),
and Coles (Ref. 164). This opinion is strengthened by Tani's report
(Ref. 27) on his work with Komods and Handa, using the penetrating
tool of conditional sampling introduced by Kovasznay. The picture of
Schubauer and Klebanoff (Ref. 31) is supplemented by a wealth of
intriguing detail. However, a satisfactory idealized model which
would zaptire the main mechanisms apparently remains a gleam in the
future. When it cames, it is likely to combine the dualistic
vorticity~pressure induction at distance, operating in part on the
reservoix of orgar'zed mean vorticlty neay the wall, with the convec-
tive-straining features of the layered motion.

At high speeds, especially hypersonic ones, one woulé expect the
features of induction at distance to be modified because the process
can operate only within the Mach region of influence with respesct to
the moving "source". Communications of signals, essential to coopera-
tive movements across the layer, should be hampered in scme wsays.
Upstream influence remains possible through the subsonic sublayer but
appears to extend less than a boundary layer thickmess in supersonic
turbulent boundary layers (Ref. 164, 61, 62). For transiticn of
adiabatic hypersmnic boundary layers the high level of fluctuations
usunlly associated with approach to breakdown occurs near the theoretical
critical layer at the outer edge. Since in general this layer is
traveling with a gubsonic velocity with respect to the free atreem,
upstream feedback® in this region remains possible through the free
stream as well, weakened as it must be.

As far as it can be judged by the fluctuation measurerents within
the turbulent boundary layers, their structure is not palp.hly influ-
eaced up to Mach numbers of about 5 by this "communication protlem"

8. "o what extent the level of umpiification of the laminar layer is
decreased at supersonic speeds vy the diminishing feedback is difficult
to judge because the instability theory hides such features through the
assumption 0. disturbances of the form exp. (ox + gz - cct). Clearly
this feedbeck increases with th: cbliquity of tne waves prcbably con-
tributing to thei. higher instability at supersonic speeds.

-




Ciivay ot o i

e L e T ——————— ST AT W Y SIWESRT - o SRRy

PR - - — —

and by the increased radiation of sound associated with it (Ref. 53).
This hardly gives one license to assume that the hypersonic features
of spo: formeation and growth will pattern themselves after the low-
speed Emmous-Schubauer-Klebanoff model. Flattened out, randomized,
highly swept back eddies, still anchored to the wall would appear as
the formations of turbulence most consistent with the inferences from
low-speed information and with the hypersonic eaviromment.

The preceding remarks should remein valid with respect to the
close kin of the turbulent spots - the turbulent wedge. The basic
phenomenon of lateral (or trangverse) contamination appears to have
enjoyed only one serious (microscopic) attention (Ref. 31) since its

o e R VN, vy

discovery by Charters in 1943, Ref. 166. As the turbulence within the tongue

proceeds to seduce the neighboring demure laminar layer into its
frenzied dance, it exerts & lateral and upstream influence. Is an
anplifying process like those of Fig. 15 involved? Or is it & matter
only of the scramblirg of the organized vorticity reservoir and the
nonlinear vorticity production, eq. {1), Section III-1? Thesz basic
questions cry out for attention of the practitioners of multiple hot-
wire arrays and of conditional sampling. The evidence of mesn mass
transfer from chemically coated models indicates that the phencmenon
persists to the highest at*ained speeds but with a reduced lateral
reach. The decrease of the lateral spread was observed with a hot
wire by the author already at the low Mach number of 1.77 (Ref. 113)
and corroborated by Korkegi at M of 5.8 (Ref. 167). An intriguing
largely unpublisined collection of sublimation studies at moderate
supersonic speeds behind si-..e roughness trippers exists at NASA
Ames laboratories (Ref. 168 .

The optical prcperties c¢f .ae unsteady spots at supersonic speeds
make them more readily observable (especially on bodies of revolution)
than at low speeds. The variety of observed patterns of s2eding and
growth of Jedlicka et &l (Ref. 11k4), James (Ref. 116), Spsngerberg and

Rowland (PRef. 169), Evvard et al (Ref. 58) and others should meke one wary

of generalizations that have been found in the literature. A few coun-
ter-quotations are perhaps in order. Srangenterg and Rowlend's
detailed study with & cylindrical lens camera at M of 1.56 states. "A
turbulent front is moints -ed by the addition of turbulent spots of
finite size at its trailing face. This front is not self-.sustained,
nor is it propagated in an upstream direction." "An increase in rough-
ness and an increase in ReynolAs number per unit length both cause an
increase in spot production frequency;" "The trailing face of turbulert
spots have streamwise velocities at the time of thei.: eruption of some-
thing less than 1/2, perhaps even as little as 1/4 of free-stream
velocity. They soon accelerate to & constant velocity of about 0.7
free-stream speed. The growth rete of spots perpendicular to the model
surface is precipitous at the time of birth. Spots grow to about

three laminar layer thicknesses while they travel a distance equal to
their spacing.”
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The last three quoted sentences on the gestation behavior and
growtk do not quite fit the low-speed picture, espzcially in the
matter of the trailing-edge speed. Since the critical layer at M of
1.96 is located at y/8& of 0.5 the growth of fluctuating motions in the
perpendicular direction of hypersonic speeds where the critical layer
is way out may also be different. Hot-wire and hot-film studies of
Pottsy and Whitfield (Ref. 103 at M of 5), Nagamatsu et al {(Ref. 156
at M of 10), Softley et al (Ref. 109 at M of 10) Staylor and Morrisette
{Ref. 170 at M of 6) and Maddalon and Henderson {Ref. 171 at M of
7.%-17.6 in Helium) indicate that t“e breakdown propagates inward from

the outer layer. Apperently in presence of the communication delay,
" there can be non negligible differences in indications of the beginning

of transition by different probes (Ref. 171). References 103 and 170
] . actually mapped out in x and y the isolires of constant r.m.s. voltage
; response of & hov wire through the transition region showing that x
mey double between the position of the start of violent activity in
the outer region and the position at which the high voltage response
spreads to the wall region. Theory of the interpretation of the
signals (Ref. 62, 63, 65) and Kendall's detailed experience at M of
L5 (private communication) indicate that these recorded voltages may
be distorted by the non varisble settings and by marked changes of the
wire sensitivity to velocity, density, and temperature fluctuations
with wire overheat and local mean-flow properties, which change non-
similarly througn this region. Nevertheless, these studies point to
the probability of an altered structure of the transition region at
hypersonic speeds.

Returning from the timewise averages to the optical snapshots
of the mop-up brigade of turbulence, the Spangenberg-Rowland view at
M of 1.96 on & hollow cylinder is one of explosive births far from the
leading edge. The hot-wire studies above support this view at Mach
pumbers of 5 and 6. On the other hand, the collections of shadow-
graphs on cold models for 2.7 < My < 10 in references ll4 and 116
contains a substantial proportion of cases where the spots, Jjudged
by the tell-tale pressure wave imprints of the "explosions", originated
at or very close to the leading edge or nose. Despite their concern
with extreme smoothness, Jedlicks et al (Ref. 114) state: "Since
seemingly identical models often produced decidedly different numbers
of bursts it was evident that bursts were being caused by subtle
factors" and "From these data, it appears that the bursts were produced
) by surface roughness especially near the tip, and by abrupt change in

slope near the tip.... Greater susceptibility *to bursts is indicated

in the high Reynolds nunber tests." Also: "Disappointing results
were produced in the case of the models for which the maximum

PTTPTY

; polishing effort was expended."

b Evvard et al (Ref. 58) aver that only 3% of their schlieren

{ pictures on a 10° {total) cone in a M = 3.12 wind tunnel showed any
- bursts separated from the main body of turbulence. W. R. Witt, Jr.

sdvised the author that he has not seen any bursts on cones with cotal
angle over 40P during his years of expericnce at the Naval Ordnance
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Ballistic Range. A. Seiff of NASA Ames Laboratories has observed both types
of turbulent front distributions. By modifying the oncoming free-stream
turbulence at M of 3.12 Evvard et al changed drastically the stochastic
behavior of the turbulent fronts, etc.

Teking into account the larger numbers of parameters and instability
modes at supersonic speeds (both of which affect the seeding) and the
probability that each spot sweeps out an angle on the order of one half of
that at low speeds, one should expect the source density function glx,z,t)
of Emmons (Ref. 8) not to be as relatively simple as at low speeds. The
computational approach of Emmons and Bryson (Ref. 172) would have to be
considerably generalized by introducing & number of uncertain hypotheses and
of adjustable (ignorance)parameters, e.g. Refs. 297, 299. It is hard to
see how the final results would contribute to either the understanding of
the phenomenon or to prediction techniques one could trust in design. By
plotting the distributions of a number of wall variables through the
transition regions of different experiments the author found that only about
a8 half of those tried could be fitted to the low-speed probability distri~
bution curves of Dhawan and Narasimha (Ref. 173). He particularly experienced
difficulties in the variat.on of %he transition Reynolds number spread
Re (end) - Re (beg.), in relation to the beginning Rey, for which he could
find frequent behaviors vastly different from the suggested low-speed corre-
lation of Ref. 173. In order to get some practical feel for such an approach
the author recommends correlating the transition regions of Ref. 17k at the
one Mach number of 4.95 and then adding cooling, changing Mach number etc.
Insofar as the exercise helps one to sharpen one's sense for the trends with
parameters which could relate to a physically sound model, it is perhaps
worthwhile. However, before undertaking any prolonged labor one would do
well to ask oneself two questions. Is the approach contributing to any basic
understanding? Is it likely to lead to a result on the basis of which one
would be willing to take responsibility for transition design on a N-million
dollar project? Researchers at NASA langley Laboratories decided that the
last two questions were more likely to be answered in the affirmative if the
prolonged labor were to be done by a tireless and objective computer. The
results should be i ‘teresting.
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8. TEREE-DIMENSIONAL BOUNDARY LAYERS AND DIFFERENT BREAKDOWNS

In Section II the existence of T-S fluctuations with oblique wave
fromts in a two-dimensional mean boundary leyer was introduced as a
necessary consequence of three-dimensionality of free-stream distur-
bances. It was seen there and in Section III-4 that at supersonic
speeds these disturbances are generally much more amplified than their
two-dimensional cousins, see Figs. 9, 10 and 12. In Section III-1 and
III-5 previously unsuspected slight three-dimensional perturbations of
the mean boundary layer were observed as major low-speed accelerators
of transition by their meddling not in the T-S amplification process
but in the subsequent regimes of non linear growth and breakdown, see
Figs. 1 and 2. In that regime the streamwise component of vorticity,
@y, emerged from infinitesimal obscurity and played a major role in
the oncaming revolution, mathematically reflected in the production
terms of Eq. (1), Section III-1.

When the mean boundary layer is three-dimensional in the first
place, & number of new terms in Eq. (1) and in the associated con-
vective derivative of vorticity appear in the linearized equation,
correspording to richer vorticity interaction and amplification in
the early linear stages. Referring to Fig. 16, tre velocity vector
at a position x, z of the surface 1is seen to twist out of the plane
defincd by the normal direction y and by the outer streamline i.e. by
the x direction. With the aid of the decompesition of the twisted
vector family on the streamwise yx tangential plane and the yz cross.
flow plane, one can start visualizing the three-dimensional mean
vorticity distribution whick ultimately feeds the unstable vorticity
disturbances.

Ageain, the disturbances are thought of as & superposition of
Fourier compunents of all orientations at the given point x, z.
However, as one proceeds to the neighboring points the local oriér-
tation of the wave front may change because of ncn uniformity of the
crossflow. 1In other words, from & global look, the wave fronts of s
given family of disturbances mey be curved - e.g. spirals in the
three-dimensional boundary leyer on & rotating disk. One should
examine the eigenvalue problem and local amplification rates in ail
these possiole éirections and find that direction in which the pro-
file is first unstable and that in which it has maximum emplification
at a higher Reynolds number. The wave disturbances with the front
perallel “o the z axis in Fig. 16 correspond to the normal 2D T-S
waves with their viscosity-induced relatively low amplifications.

The wave disturbances with a wave front along the x axis are primarily
sensitive to the mean velocity cross-fiow profile. Figure 16 shows
that this profile has a point of inflection indicating the
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possibility9 of a more rapid inviscid amplification along that
direction (see Section III-2).

J. T. Stuart (Ref. 175) saw that the presence of these inflection
points made possible a meaningful simplification of the equations,
nemely the inviscid approximation. He singled out the plane rotated
yet another 30° past the cross-flow plane in which the point of
inflection of the mean profile coincides with the y axis in Fig. 16,
i.e. has zero velocity with respect to the wall at a height yI-
Roughly, amplification of that family of waves corresponds to an
increasing concentration of vorticity oriented perpendicularly to that
special plane at a height y;. Because of the vanishing relative
velocity, this vorticity concentration would form a stationary wave
and could b made visible by sublimation or smoke techniques. Gregory
indeed documented visually the existence of the aforementioned spirals
on a rotating disk (Ref. 175, also citation in Footnote 8) in rough
agreement with Stuart's approximations.

Prof. F. N. M. Brown's Fig. 17 demonstrates the equivalent
vorticity formations on a spinning projectile. Gregory and Walker
can identify spiral vortices on a rotating disk for a range of
applied suction, Rel. 176. Developed stationary vorticity waves
exist (Fig. 1X.20 of Ref. 175) on most sweptback surfaces past their
own special critical Reynolds number. They car be sensed by smoke and
sublimation techniques and by spanwise traverses of pitot tubes,
hot-wires, cr hot-film gages, both at subsonic and supersonic speeds,
e.g. Refs. 177 to 180. They are visible in shadowgraphs as they leave
the trailing edge of small delta wings propelled in the ballistic
renge, e.g. Fig. 6a of Chapman, Ref. 181.

There is little doubt that presence of mean streemwise vorticity
component destabilizes the layer with respect to this still different
competitor in the instability race. The normal T-S amplification also
proceeds at its rate, but this dynamic (inviscid) instability develops
past the exponential stage to the non linear stage first. It would
be interesting to have measurements on the non linear inhibition (see
Section IIJ-1), if any, of the competing T-S mode. The dynamic
vortical motion itse.. _ppareatly grows at most linearly after it
reaches the non linear stage. Yet it leads to earlier-than-normal

9. The presence of the inflection point does not necessarily make
the profiles unstable. A succinct arnd lucid summary can be found on
pp. 800-803 of Shen (Ref. 86). J. T. Stuart who contributed heavily
to the formuletion of the theory reviews it and associated low-~speed
experimental results on pp. 550-558 of Ref. 85. The frontispiece
of Ref. 85 and Fig. 1X.20 opposite p. 550 are recommended viewing.
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transition both at subsonic and supersonic speeds. Figure 17 may
contain a clue (not a proof) to a reason for the early onset of self-
sustaining wall turbulence in such cages. Scattered measurements and
W. B. Brown's computations of the wave number characteristics for the
case of the rotating disk, Ref. 182,indicate that the lateral scale
of the longitudinal vortices which are most likely to be amplified,
is on the order of one to three boundary laver thicknesses. The
breakdown pattern of Fig. 17 differs both qualitatively and quanti-
tatively from that of Fig. 2. In particular it seems to take place
without a change of scale which occurs for the T-S breakdown. It
would appear that the intrinsic scales of this new class of 3D
disturbances is commensurate with the scales of the vortical motionrs
of self-regenerating turbulence. An intensity criterion is missing,
but the apparent effinity of scales of the pre~ and post-breakdown
motions may be the feature responsible for the early transition. The
reader will recognize that a similar affinity may be responsible for
the non T-S breaskdown of the three-dimensional motions generated by
a posteritical 3D roughness element, Fig. 15.

The condition of affinity of scales as part of the breakdown
criteria appears to have quite general validity (see also Sections
III-1 and III-2). 1In the meterologically important three-dimensional
boundary layers in rotating systems, the Ekman layers, the diversity
of possible motions increases. According to Faller end Kaylor, Ref. 183,
and Tatro and Mollo-Christensen, Ref. 270, two spiral-like instabilities
occur independently or simultaneously. The long-wave instability
(Type II of Ref. 183) appears to require an additional reorganrization
of scale and orientation ("gill instability") before it undergoes
final breakdown to turbulence. The breakdown of the F-K instability of
Type I is qualitatively difcerent and often appears to take place as
& non linear interaction between Type I and Type II vorticity for-
mations which cross at an angle. One or the other type of breakdown
to turbulence may occur depending on the level (and presumably
spectra) of "natural" disturbances present in the system (Ref. 183).
If one wvere to formulate this probiem in a suitable phase space of
parameters, there would be a change in location of transition with
disturbance intensity as the parameter responsible for the switch.
If one did not know of the exie¢’ ~nce of both modes, one could hardly
trust any "blind" correlations based on the same parameter.

Considerations of this type suggest that a more systematic approach,
coupling theoretical and experimental research in transition of typical
three-dimensional boundary layers at high speeds,may be in order. In
connection with aircraft design A. Seiff wrote in 1958 (Ref. 184),

"The principal deterremt to fully laminer flow is the adverse effect
of sweepback of the wing leading edge". At hypersonic speeds the
presence of ablation may make the desig: even more sensitive to cross-
flow. Not much understanding has been &..ieved at high speeds since
Seiff's swmary. However, considerable clarification took place at
low speeds thanks to British research, e.g. Refs. 185-187 and to the
wok of the NorAir group associated with W. Pfenninger in conjunction
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witiy NASA Ames Research laboratories and AF Flight Dynamics Laboratory at
Wright-Patterson Air Force Base, e.g. Refs. 179, 188-194.

One of the more accessible sources of rather detailed information on
the 3D stability behavior is NASA TN D-338, by Boltz, Kenyon, and Allen,
Ref. 179, which is highly recommended in order to get & "feel" for the
phenomenon. Pfenninger and Reed's very readable, perils-of-Pauline type,
account of the transition design problems contains a number of lessons
applicable tc the hypersonic effort as do the three companion papers,
Refs. 189-191. 1In particular, the presence of a number of competitive
modes of instability and trensition was identified and designed for through a
series of experimental and theoretical steps. Since the streamwise vorticity
instability does not produce turbulence immediately, an empirical delay factor
based on the cross-flow parameter of Owen and Randall (Ref. 195) was refined
and carefully checked out under controlled conditions. The envirommental
hazards were recognized and the empirical factor revised to allow for the
effect of heavy acoustical disturbances which may be present on some jet
aircrait near sonic speeds. The theoretical instability program of Brown
(Ref. 182) helped in design and optimization of the Laminar Flow Control
system. While a LFC system is unlikely at hypersonic speeds the NorAir
experience with suction and roughness problems 1llustrates the following
general lesson. Once one mode of instability is strongly stabilized, other
competitive phenomena, hidden hitherto under the noise level, can come out
and plague a design - the principle of dominant and multiple responsibility.

One example of Coles! warning concerning the temporary abnormal response
2 to & strong disturbance becoming permanent, p. 32, plagued the design of

1 both the X-21 airplane (Refs. 192-193) and the Handley Page laminar flow
suction wing (Refs. 185-187). The finite disturbance of a developed turbu-
lent boundary layer on the fuselage tended to contaminate the swept-back
leading edge of the proposed laminer wing - permanently. In the presence of
the sustained supply of vigorous turbulent disturbances from the fuselage,

the spanwise flow along sttachment (": -agnation") line apparently could

not assume its normal reasonably stab. state.l0 Finally, by various patented
diversion schemes (Ref. 196) the turbu =:.. o was kept away from the attach-
ment line and the wing remained laminar t considerably higher Reynolds

: numbers. The solution called for a b.. . .nderstanding of the critical
conditions for finite and infinitesimal instability.

I T S S SRR T

: There seems to be 1lit'“e excuse for not extending Brown's instability
program (Ref. 182) to hyperscnic speeds. Reshotko has prepared the theo-

3 retical background in Ref. 197 some time ago. Based on Mack's supersonic

: experience and Stuart's cross-flow experience, there is a high probability

: that already the inviscid formulation will pxovide most significant guidelines

1 for understanding and sorting out of the complicated phenomena. Remembering

: the sensitivity of Mack!s calculations to the mean boundary layer profiles,

good computirgz methods for the three-dimensional inviscid streamline and pressure
fields (say as function of angle of attack) and for the mean 3D boundary l'.yor
development are important prerequisites for either predicting (correlating) or

10. Boundary layers on sidewalls of hypersonic tunnels may be similarly.con—
taminated by turbulence from the low-supersonic nozzle sections; see p. 62.
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for computing via instability theory. One may digress to remark that
an early overall 3D approach to flow computaticns directed at both

T-S led and ~riss~flow led instabilities by Eichelbrenner and Michel
(Ref. 198) appeared quite successful for the simpler lw-speed con-
ditions. At hypersonic speeds, the information must include the
laminar heat transfer distribution, with ablation (if present), as it
wouid exist in absence of transition. The study of, for example,
Cleary's experimental results on a simple blunted cone at an angle

of attack (Ref. 199) acquaints one with some of the field peculiarities,
including peculiar formaticns that are apparently not guite transition
(Fig. 24 of Ref. 199): "Preceding the turbulent flow is a region of
transitional or incipient turbulent flow thet is characterized by what
appear v0 be vortex filaments with their axis somewhat alined with

the flow". Is this associated with the instability of the 3D boundary
layer or is it related to the complicated entrcopy layer flow as well?

References 200-208 each ontain nuggets of observation and wisdom
at times rubbing one's preconceived views the wrong way. The inter-
related effects of leading-edge bluntness of leading-edge nonuni-
formity, of sweep, and of unit Reynolds number perhaps deserve
singling ont. In Ref. 200, Ginoux, the leading student of supersonic
longitudinal vortices, expresses doubt that the visible striations on
supersonic surfaces with swept leading edges are necessarily due to
the crossflow instability. In his own careful experiments he suspects
the nonuniformity of the thin leading edge as the cause. As was
commented in Sections ITI-5 and III-6, the ensuing ©p(z) can and often
does induce local cross-flows downstream. At lcw speeds approximete
theories (Refs. 209, 210) indicate that the effects on the mean
boundary layer persis. and grow lineerly with the distance from the
leading edge (see also experimental evidence of Bradshaw, Ref. 211).
The more singular character of the leading edge at supersonic speeds
could be expected to produce similar if not ctronger effects. In
principle, an infinitely sharp wedge-airfoil with supersonic leading
edge and without leading-edge vitccous interaction effects should not
be sensitive to the cweep angle,there being no lateral pressure
gradients and hence no cross-flow. Waviness of such a sharp edge
would produce Ginon.i's effect.

When one increases the leading radius, uniformly, one introduces
strong p(z) over the curved portion and feeds in, so-to-speak, a
Dirac-like cross-flow input. Simultanecusly one produces an entropy
blanket which makes the boundary layer non similar in x as per
Section I1I-5. The two effects compete, ovne presumsbly destabilizing
the layer and the second tending to postpone transitlon. References
161, 180, 191 and others indicate that the destabilizing effect becomes
dominant with increasing sweep, as seem3 reasonable. If one gets
increasing indication of longitudinal vortices when rotating the same
wedge in the same tunnel, the increasing part of the effect can hardly
be ascribed to leading-edge nonuniformity. And if one changes the
unit Reynolds number as well, what should the effect be? According to
References 81, 180, and 191, the transition Reynolds number becomes
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less end less sensitive to the unit Re parameter. Th2 enviromment
of the tunnel has not changed, but the actual length of the laminar
layer to tra.sition has decreased. Agein it seeme that contrasts of
this type ho.d clues to the basic mechanism behind the ignorance

unit Re parameter.
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Y. FREE FLIGHT INFORMATION AND TEMPERATURE SENSITIVITY.

After the application of the asymptotic instability theory by
Iees (Ref. 55) indicated the possibility of complete laminar stabi-
lization by cooling at supersonic speeds (see comments on Flg. 7)
NACA launched & long-range flight test program to study its impli-
cations, Refs. 212.225. Study of such reports can become quite
frustrating because one is never sure cf the condition of the model,
especially roughness and local damage (and angle of attack for sharp
btodies). There is no way of looking "microscopically" nor of recheck-
ing & reading that looks suspect. A quotation from Ref. 223 (p. 8)
provides an illustration: ..."shortly after 8 seconds the data became
erratic. It was conjectured thet deformation of the nose ... con-
sidered unrelisble.” Wind-tunnel researchers could find fault with
the cnnclusions from the data that was kept, being used to an experi-
mental discipline where tetter control and rechecks are not only
possible but mandetory. (See Section III-4 for coucrast.) For flight
dats, the "overall inference in context" probably justifies such
Judgements, &3 of high probability. The long-range aspect of the NACA
program and the cumulative experience unaoubtedly contributed to the
quality of the flight test observations. By contrast industrial flight
tests are often hampered by short-range objectives, overtigh® budgets
and schedules, and the lack of control over important operations. The
contract pressures tend to breed reports in which it is difficult to
separate factual observastions from interpretation based on current
preconceived ideas.

Each free flight cuts a different trajectory through the poorly
mapped phase space of major parameters. One must therefore expect
surprises as the parameters vary simuvltaneously and may switch from
regions of one dominance to another, the cross-over corditions being
probebly dependent upon other, possibly dormant parameters such as
roughness. Before examining in more detail two svch intriguing cases
from Refs. 214 and 220, it is desirable to let the free-flight researchers
speak on the question of roughness and the ear’y-transition jaradox
of blunt bedies.

The transition Reynolds numbers, based on inferred momentum
thickness 6, on blunt bodies of Refs. 221, 222 and 223 are reported
to be in the respective rsnges of 350-1600, 900-1200, and 800-2200 as
compared with the range of 100-200 of Murphy and Rubesin, Ref. 17.
The wind-tunnel experience of Dunlap and Kuethe (Ref. 140) and of their
references points to roughness as a major suspect. In fact the im;li-
cation of Refs. 221, 222, 223, 17, and 140 is that onme has to reduce
roughness below 5 microinches r.m.s. to avold Regtr On the order of
150-250 (the pessimistically - or realistically - accepted blunt
Timit) at free-stream unit Reco on the order of 108/inch in flights
with substantial cooling. Generally, there is no evidence of any
beneficial effect of cooling on transition on the curved blunt surfaces.
The trends with wall temperature appear to be monotonic.
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The aforementioned experimental "spoiler" technique, p. 28, could bve
used to advantage in flight tests of rouglmess effects if packagzing constraints
are not prohibitive. For instance, a single test, with the mirror-like finish
marred on purpose to & 25 microinch rms level over one half of the model
(from an azimuth angle of ‘7C or so), would provide a controlled contrast test
for the allowable-roughness inference of p. 46 with a much higr~r probability.
The free-stream and vibration conditions would be alike - in contrast to
repeated flights. This approach aisc appesars desirable for "practical
flight testing where probable types of roughness of sizes befitting the
design surface material should proviae a "reasonable”" lower bound. Flights
along these lines have been reported in the range of local Mach numbers from
21 3.2 in Ref. 228. Experiences on the X-15 airplane are recounted by
Braslow in Ref. 229, in particuler: "Turbulent flow existed on the entire
fuselage at all times during the flight as a result of a forward facing step
between the high-cpeed flow-direction sensor and the fuselage." One wonders
how such probabilities can be taken into consideration in early design.

When experiments at high unit Reynolds numbers are contemplated, in
order to bring Rey, within reach of small models, special care witn
respect to reducing roughness and measuring it is mandatory. To believe
that the roughness is small is hardly sufficient. To measure it to the
accuracy apparently req..red entails more sensitive techniques than the
current styius profilometers. At least that is the implication of the
follcwing selected experiences. The surface finish on the cited blunt bodies
were quoted as: "average 6-8 microinches r.m.s. with maximum of 15 micro-
inches" presumably measured with a stylus, in Ref. 221; "superpolished to
1-5 microinches as measured by interference microscope” in Ref. 222, and
"2.3 microinches on hemisphere as measured with an interferometer” (Ref.
223). Taough nothing has been said, there probably was protection against
insects and dust in the lower atmosphere -~ see Ref. 226. The conditions for
cone flights, yet to be .iscussed were described in Kef. 200. "The extericr
surface of the entire nose was highly polished and the surface roughness, as
measured by a Physicist Research Co., Profilometer (stylus, 1956 model) was
from 6 to 10 microinches". Merlet and Rumsey write in Ref. 21k4: ..."Sub-
sequent to the fiight sample roughness measurements made with the Phys.
Res. Co. Profilometa»r were checked optically with a fringetype interference
microscope. The average roughness measured optically was 8 to 10 times (3)
the r.m.s value read by the Profilometer for a copper sampie.” Apparently
one should not thread the needle with boxing gloves or. The implications
of the size of the stylus and of the force ex.:rted by it are shown drama-
tically in Fig. 18 borrowed from Wilkins and Darsow, Ref. 227. These
authors tackled the problem in depth unmatched elsewhere when it comes to
transition measurements. They bring out the disqualifying characteristics
of stylus devices and make recommendations illustrated in Fig. 18 based
on their experience in high unit-Re environments of Ames Laboratories.
Apparently, it is not enough to measure the roughness of a sample, but a
few occiusions of the metal near the nose can have far reachirg consequences.
Sharp noses are especially ser 1tive t0 manufacturing and handling blemishes.
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There have been no detractors of the wisdom of Wilkins and Darsow,
but very few followers. The consequences make the high unit-Re
regsearch very demanding and costly. Fortunately, many research
objectives do not call for the full W-D treatment. However, programs
which aim at answering basic questions, such as the apparent contra-
diction between References 2 and 3, are unlikely to satisfy the
community of scientific transitionists without it.

Turning to cone flights, one observes that the slope of the
Reynolds number of transition with Mach number is positive for
1.5 < M 3.5, apparently in direct contradiction tc the wind-tunnel
information. Furthermore, flight Rey of the beginning of transition
on cones can attsin values of 90 x 106 at Mg of 2.7 (Sternberg,
Ref.16), 30 x 1¢° at M, of 2.9 (Rumsey and Iee, Ref. 220) snd
33 x 106 at Me of 3.15 (Merlet and Rumsey, Ref. 12%) as compared to
the adiasbatic cone values on the order of 2.5 x 10” at Mg of 3 in wind
tunnels. Actually, because of disparity in wall cooling and unit Re
these points from different regions of the phase space cannot be
compared and the differences cannot be rigorously ascribed to environ-
mental disturbances such as the rising sound in wind tunnels. This is
unfortunste, because this Mach number range also features the rapid
stabilization of the 2D T-8 instability mode and the emergence
of the corresponding oblique waves, Fig. 10. In the quest for a wcre
rational guide to transition estimates in this operational range of air-
craft and missiles it would be desirable to resolve the flight-tunnel-
range dilemma. The addition of the hot-and-cold running subrange to the
NOL ballistic range (Ref.271), and further control of the model
temperature, now allow firings in the low supersonic regime for which
the wall-to-recovery temperature ratic can be varied between the normal
tunnel and flight values. A series of firings roughly paralleling the
conditions of the Van Driest-Boison experiments (Ref. 59), see Fig. 7,
would tlierefore be highly welcome. One can see from the trends in
Fig. 7 that the experimental observations are not necessarily irre-
concilable. However, the proposed experiment would help to clarify
the role of the envirommental disturbances which have remained a matter
of conjecture for tweive years.

The results from various cone flights could hardly be certified
as consistent among themselves and small differences in roughness were
singled out as the most probsble causes, e.g. between Refs. 215 and 220
for which the nominal dimensions (but not the trajectory) wers identical.
However, intriguing vaplid changes in transition location occurred on
the two cited f£lights which reached the high values of 30 and 33 millions
{Refs. 220 and 214). Fram study of Ref. 220 (15° total angle cone) it
is difficult to find a logical explanation for the sharp drop of Rei..
in 0.5 seconds from over 30 million to below 17 million while Me
increased from 3 to 3.5 and Ty/Te remained unchanged at 1.15. Those
who prefer roughness as their private b8te noire, would probably focus
on the following facts: The unit Re was rising rapidly and the now
preferred temperature ratio Ty/T, shifted from 0.45 to 0.36 Guring these
changss. However, the drop on the 10° total angle,long cone of Ref. 214
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was from 33 to 23 millions in 0.5 seconds with Me changing from 3.15 to
3.0, T,/Te from 1.65 to 1.6 and T,/T, from 0.6C to 0.615. The cone had
passed the peak unit Re 1.25 seconds earlier and wes rising frcm 10000
to 12000 ft. in altitude. Based on free-stream conditions the Re/ft
changes were from 12.2 to 15.0 millions for the 15° cone and from 17

to 15 millions for the 10° cone. The reader can exercise his ingenuity
in rationalizing these results and in the process may acquire some
appreciation for the difficulties of transition flight testing even on
such simple bodies and in absence of ablation. For good measure, one
can add that for the one second before the transition motion jJust
described, the 10° cone of Ref. 21k had Ret, increasing (contrary to
stability theory) from 22.5 to 33 millions while the wall was warming
up, Ty/Ty shifting from 0.38 tc 0.60. This part of the development

may correspond to the so-called transition reversal with cooling
mentioned in connection with Fig. 7. The statement could be made some-
what stronger on the basis of a number of such occurrences in flight
but the lack of control checks and of knowledge of detailed conditions
ccunsels caution.

From the preceding sample experiences, one would be inclined to have re-
course to flight tests as to & court of last resort, so to speak, when
other research has prepared the ground for adequate interpretation. In
many situations the anticipated operational conditions just cannot be
matched in ground facilities and flight tests are imperative. Pre-
ferably they should be designed to aim at answering carefully prepared
key conceptual questions (e.g. by using the "spoiler technique", pp. 28 and 47).

By contrast the ballistic range is & much tamer species of free
flight - the relative control of the experiments makes it a scientific
tool when manipulated by aerodynamically oriented experts. Neverthe-
less the previously documented large sensitivity to small variations in
the nose region of the models and to poorly definable and controllable
roughness presents considerable operational and interpretationsal
difficulties. In connection with inadvertent blemishes an interesting
successful application of the "spoiler technique" was recently made by
Wilkins and Tauber to ablating plastic models fired in the Ames
Ballistic Range (Ref. 230). On-purpose dimples did not necessarily
heal by local ablation but generally were enhanced and led to longi-
tudinal (presumably vortical) grooves and turbulent wedges. These
artificial formations matched quite well patterns that had developed
spontaneously on previous models certified as smcoth. The probability
of having thus found an explanation for the peculiar phenomenon in
prescnce of ablation is therefore high.

At higher dynamic pressures the serodynamically singular noses of
metellic models cen also start melting, e.g. Sheetz, Ref. 83. Before
they melt, they are subjected to a mild thermal shock. Some observers
believe that there can also be dangerous dynamic stress concentrations
at the tip associated with the impulsive launching and subsequent
vibretions. However, no quantitative evidence to that effect has been
published. On the other hand, different materials huve been used with
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the same shapes and with consistent (though rot rigorously comtrolled)
results. Iu view of the schievable lack of aerodynamic disturbances
in the "free-stream" in ballistic ranges, rationalizations of puzzling
results center on these types of suto~disturbances and the possible
presence of dust.

As the Mach number increases, the range pressures have to be
sufficiently high to achieve the Reynolds numbers at which tranzition
occurs on the tiry models. A compromise is called for and spherical
noses of increasing radius are used, leading to the complications of
combined entropy -layer, pressure-gradient, Mach-number and unit-Re
effects. In Ref. 231, Sheetz presents a painstaking analysis of a
large family of  such cone firings coviring local Mach numbers M, from
2.9 t0 9.1, The corresponding Reynolds numbers of transition, based
on local momentum thickness {computed with ideal gas relations and the
initial wall temperature Ty) as functions of the ratio of the initial
wall temperature to the ideal-gas recovery temperature, Tw/Tr, are
reproduced in Fig. 19. Of necessity a number of assumptions enter into
the processing of the data ,jinvolving flow fields not known in detail,
and a large mmber of parameters. Figure 19 (and Ref; 231) represents
a consistent interpretation - not necessarily unigue—= of the mass of
evidence. One does not need to take sides on the currently contro-
versial spportionment of M and Re/L effects (see Introduction) to
£ind the Mach number and T,/Ty trends in Fig. 19 sufficiently con-
vincing. In particular, the evident "transition reversal" with cool-
ing at hypersonic Mach numbers cannot be dismissed.

Reshotko's progress {(Ref. T9) in providing one consistent set of
interpretations, based or linear stability theory of Mack, which could
reconcile the Jekyll-and-Hyde reversal effects in different facilities
in tems of the disturbances therein wes mentioned in Section III-3.
Reshotko goes through a series of estimates and judgements which

- "suggest that it may be possible to estimate the prospective involve-

ment of higher modes in any given situation (i.e. experimental environ-
ment). The higher the value of US/y (therefore lower (pv/U2)-the less
the importance of the higher (Mack) modes. It seems that it may be
aifficult to escape the higher modes in steady-flow hypersonic wind
tunnels. On the other hand, they may have little relevance to trans-
ition on the ballistic range."

One feature nct taken into account in Reshotko's model is the nose
roughness factor which may yet offer a parallel or alternate recon-
cilistion path. Both sets of effects can be present, of course,
making a clean recognition more difficult. At the higher Mach numbers
the cocling reversal is generally observed only at high unit Reynolds
numbers. Thie fact, cambined with the occurrence of the high density
layer sesr the extremely cool wall, suggests that the effect of the
roughriees cannot be dismissed as a suspect. See also the idealized
godel of Potier and Whitfield, Ref. 232. Iuxton, Ref. 233, presents a
non quantitative model for the effect of very small roughness. The
model needs much refining before it can be relied upon for explanation

1i, B8ee Section IV-4.
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of even the trends. On.purpose roughness, combined with progressive
cooling can cause transition reversal, e.g. Fig. 7, but the question

is how small can it be and still be effective? The generally accepted
conclusions concerning the roughness on cooled blunt bodies, described
at the beginning of this subsection, and the experiences on which they
are based shake one's confidence in one's ability of judging rationally
what is "small encugh".

One notes in passing Sheetz! rereversal at the one M of 5 in
Fig. 19. Rereversals have been observed in the hot, high-Re/L hyper-
sonic gun tunnel by Richards and Stollery, Ref. 84, Richards, Ref. 23k,

and tendencies towards such behavior are reported sporadically. Insuff-

icient number of observations have yet accumulated to warrant a public
attempt at explanation. Obviously, the rereversal is unlikely to be
caused by a roughness effect. In terms of the conveniently flexible
phase-space concept, one looks for a separate parameter to take over
the dominant role. It is of interest thet reversals and rereversals
appear to be Re/L sensitive. In this conmection it is worthwhile to
note from Fig. 12, that Mack's theoretical instability quenching is

Re dependent. It would be highly desireble to have as complete a
Mach number and Reynolds number map of the theoretical quenching
trends as patience and finances can allow (see footnote 6, p. 16).

The highest Mach number at which a cooling effect of practical
significance has been reported thus far ir a wind tunnel on a simple
model is apparently 6. Paying special attention to frost formation
(& posaible hidden parameter) Cary (Ref. 235) observed a typical mono-
tonic increase in Retr (beginning) or a flat -late from 2.5 to 3.3
millions gs the wall cooled from Ty/T, of 0.75 to 0.2 at Re/cm of
0.27 x 10°. The rate is relatively low but there was no reversal.
Transition was sensitive to cooling of & conz-cylinder model of Zakkay
and Callahan (Ref. 236) moving along the Me 6.8 cylindrical portion
after the strong M, 4.24 conical prehistory. Wind-tunnel experiments
of Deem et al (Ref. 237, flat plate, Me of 10), Sanator et al (Ref.
82, cone, 10° total angle, M, of 8.8) and Everhact and Hamilton
(Ref. 238; cone, 7.5° Lotal angle, Me of 9) appesr insensitive to
model cooling. Superficially there appear to be discrepancies with
the trends of Fig. 19 which may or may not be reconciled as previously
discussed. Since the reconciliation will probably involve either the
disturbances in the enviromment or the quality of the surface, a
designer may have to assess his probable conditions before making &
decision on which wall temperature dependence he should use in his
calculations.

At lover supersonic Mach numbers, there is ample evidence of
transition sensitivity to wall cooling, e.g. Ref. 239-24k. The
interesting implications of Wisniewski and Jack's wind tunnel experi-
ments (Ref. 243) are touched upon in Ref. 45. At these Mach numbers
the questions center on the reversal phenaiena and their possible
causes. The possibility that a reversal might be inherent ir the
higher computetional cauplexity of supersonic stability equations was
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advanced by Reshotko, Ref. 245. His computations were based on an
improvement of the Dunn-Lin (Ref. 25) asymptotic ordering procedure
(Ref. 246 and 247) and displayed a non monotonic character which

could lead to a reversal. It is generally agreed that the Mack-

Brown equations (section III-4) are more accurate than those used by
Reshotko. Mack has not found any evidence cf the non monotonic behavior
of Reshothko's in his computer calculations of ~onling effects, most

of which, however, were for M of 5.8 and | = -

In connection with experiments on cooling effects on a flat plate
at M of 1.8, K. H. Doetsch (Ref. 248) of Imperisl College used Mack's
"complete stability equations program” to map ocut neutral 2D stability
curves at increasing cooling ratios. In view of the open question,
he searched for solutions for cooling ratios far in excess of that for
complete quenching of the 2D mode - without success. His family of
neutral curves form an orderly set without any hints of the Reshotko
effect. In particular, there was apperently no triple crossing of
the complete stability curves as would be indicated in Reshotko's
Pig. 2, Ref. 245 at M of 1.8 . gee footnote 6, p. 16.

It is perhaps in order to reiterate that the stablility theory
irdicates dependence not only on T‘,/T (or on another suitable dimension.
less ratio) but also on the level of Ehe ebsolute temperature. This
effect reflects primarily the strong influence the mean profiles have
on the stability. The mean profiles themselves depend on the level of
T through the non similar variation of the viscosity and heat conduc-
tivity with T, According to Mack (Ref. 1, Fig. 15.12) the lower
ambient temperatures in wind tunnels make the first T-S mode sub-
stantially more unstable than free-flight conditions at the same
Tw/T, ratio for the camputed Mach mmbers of 3.5, 6.0 and 8.0. Should
the generally more unstable first oblique modes and the second 2D mode
{e.g. Figs. 10 and 12) be also taken into account at & point x as M, Re
and Ty/T, vary. The theoretical maximum integrated amplification based
on measured tunnel and flight values of and Tgig, could well display
peculiar behavior perhaps as baffling as the transg%ion experinments.
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IV. OPEN JIGH~SPEED QUESTIONS 1968
1. OPERATIONAL FRAMEWORK.

Section IIX examined, with an attempt at objectivity, the avail-
able information on the basics of boundary-layer transition and its
relation to instability theories and other idealized models. In
order to be more constructive, Section IV will present more personal
comprehensive views of some high-speed transition researchers and
of the author on the available tools, both experimental and conceptual
These all may be changed by 1970 but in the meantime they will have
hopefully provided a target for constructive discussion.

Starting with the conceptual tools, the author currently
believes that the processes portrayed in Figs. 15 and 20, further
sugmented by possible, purely non linear bypasses of the T-S system
are consistent with the bulk of the information in Section III.
Fluctuation levels peeded t« trigger self-regenerative turbulence are
probably high enough to require manyfold amplification of the dis-
turbance input. DPisturbances which do not modify the mean velocity
profile are likely to be sufficiently small to need extended amplification
according one of the number of possible linear modes. (Nonlinear
terms at small disturbance levels can be safely neglected at first.) IP
&all the active modes were relatively slowly amplifying like those in
Fig. 10 then a substantial portion of the development of the final
turbulence would be governed by the instability theory. For a given M
and Re one could then generate not a perfect but a relisble enough
rational guide to the role of the multiple parameters labeled
"Operation Modifiers" in Fig. 20. Considering the effort that Mack
and Brown have expended to map out ¢ rather small subset of the
conditions of interest, the desirability of a more urgent undertaking
(first aimed at the modifiers p(x), p(z} and @) would have to be
genexrally recognized and implemented. This does not involve risks of
uncharted theories but rather direct exploitation of the lessons of
Mack and Brown.

Whether such a course 1s really desirable and useful depends
in part upon the probability of occurrence of other more violent
processes, called bypasses for short. This is not a matter of theory
but of good experiment and cumulative experience. One needs some
assessment of the probabilities and risks of a given design.
Sternberg's V-2 (Ref. 16) may have reached an Reyty of 90 millions at
one point but what low values were simultaneously present? The
"spoiler technique of reasonable disturbances and roughness" in
ground-facilities testing and in flight (Section III-9) may help to
establish & sarfe lower bound once a prototype has been chosen. But an
entirely different climate for design would be possible if one
understood the main mechanisms behind the lower transition values.
Once the mechanism causing the early transition near the leading edge
Of the swept Handley Page Suction Wing and of the X-21 was identified
(Section III-8) a sensible course of action could follow. Incidentally,
this case illustrates a nonlinear bypass that could be avuided.
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An exsmple of a bypass thet remains not understood is the early trans-
ition on covled blunt bodies. The combined impact of careful flight and
] wind-tunnel experiments {beginning of Section III-9) makes ore pessimistic
; about the possibiiities of avoiding this bypass at higher local unit
Reynolds numbers, but the mechanism is still missing. The list of suspects
includes 3D roughness maliciously cooperating with large negative density
gradients in y due to cooling and vortex stretching due to pressure gradient
in x to breed turbulent spots and wedges. The current best-bet mechanism
arpears to be an efficient variant of the upper path in Fig. 15. Con-
ceivably, with the aid of clever ultramicroscopic techniques, the mechanism
- can be diagnosed and disected, but a cure is another matter. Without a
cure, one has little choice but to accept the empirical lower bounds bu.lt
on cum’ative experience.

In the uncharted areas of new combinations of parawmeters, e.g. Refs.
_ 276-278 similar killer bypasses mey be lurking. They must be identified
. before safe and efficlent Gesign can proceed. It was stated above that such
2t identification of bypasses is a matter of experiment. One could ask: How
‘pes one recognize a bypass if one does nct %now what the normsl road looks
like, say when the surface is ablating? %I'is brings one back to the
desirav.lity of charting more territory amori the (peration Modifiers in
Fig. 20 with the Mack-Brown type of approach. ° 's_the combination of
lincar theory and microsccpic experimentation t: sl can provide the frame-
work of understanding. Without such a frameworx th. good engineering
intvition cannot get very far.
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2. SOUND IN SUPERSONIC WIND TUNNELS AND CONSEQUENCES.

There is little question that the turbulent sidewalls of supersonic
wind tunnels roar at the innocent laminar layer of a model intruding into
its confines. At a Mach nwnber of 1.77 the author was inferring noise
levels on the order of 125 to 131 decibels, i.e. rms pressure fluctuations
from 0.2 to 0.4% of free-stream pressure from his hot-wire measurements
in 1954 (Ref. 113, 60) when he saw the Rrinich Mach 3.12 movie (Ref. 97)
from which Flg. 21 was excised. The recommended viewing experience is more
than titilaing. This (apparently first) usage of cylindrical enlargement
of the boundary layer shows a great deel of unsteady activity that can be
partly calibrated in strength and orientation against the visible weak
leading edge shock caused by the small but finite leading edge thickness.

The incoming wave disturbances are shrong (perhaps with an unexpected degree
of inferable two-dimensionality). Kendall's hitherto unpublished comparison,

Fig. 22, of spectral voltage respcuse cf & hot wire as the sidewalls change
from laminar to turbulent state at Mach 4.5 in the superclean J.P.L. super-
sonic wird tunnel should remove any douots as to the power of the irradi-
ation. A direct quote from Kendall's lebtter documents the effect of this
change on transition: "At M = 4.5 stability-test plate had an x-Reynolds
number of 3.3 x 106 (ti- Slow remaining laminar, i.e. Regp > 3.5 x 105).
This 15 to be compared to Coles! values of 0.9 and 1.6 x 106 for the start
and end of transition on & plate in the ssme tunnel, and same Mach nuaber,
but at high unit Reynolds numbers", i.e. undoubtediy with turbulent side-
walls (see Ref. 249). Kendall's measurements of the response within the
laminar plate boundary layer to the turbulent sound of Fig. 22 have come
t0 an end with the closure of the wind tunnel.

The only quantitative information on the radiation pressures comes
from laufer's painstaking measurements in the same tunnel, Refs. 66,
124, and 250. In particular, the ratio of the r.m.s. free-stream pressure
fluctuation p' to the dynamic pressure (or to pMe) was approximately
constant with Mach number up to 5 (nighest measured). A drop of Re/in
from 3.4 x 105 to 0.9 x 105 increased the preceding ratio by approximately
40%. Laufer's extensive messurements should be interpreted in the light
of the theoretical work of Phillips (Ref. 251) and Ffowes Williams
(Refs. 252 to 2552 and the experimental wall pressure measurements of
Kistler and Chen (Ref. 123). The mathematical structure ¢f the theories
in References 251 and 253 differs greatly, but according to Phillips his
method gives very nearly the same answers when applied to the cases of
Ffowes Williams. 1In both theories the radiation pressure is proportional
to the weighted mean of BU/By, the mean shear of the sidewall boundary
layer.

One could interpret this dependence and the above drop in p'/pf
with decrease in Re/in as a combined functional dependence on the
turbulent skin friction coefficient, Cp, and the boundary layer
displacement thickness, 8%, (since BU/S} ~ Ug/8"), and call these
"aerodynamic noise parameters" at a given x, y, z location of the wind
tunnel. Pate and Schueler (Ref. 2) conjectured that another length,
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characteristic of the noise, would be proportional to the test-section
circumfercace, ¢, - the "radiating belt length" at a fixed x.
Utilizing the noise parameters Cp, 8*, and ¢, they tried to correlate
the Reynolds number of tranzition between a multitude of wind tunnels
at Mach numbers from 3 to 8. They discovered that, as far as Regy
was concerned,l2 the tunnel size had more of an effect than through ¢
{the volume to radiating-surface ratio). By ingeneous usage of small
and big shrouds in big and small tunnels they were able to extend the
range of thelr testing of the tunnel size effect. Simultaneously they
checked out the movement of transition and the trends in the intensity
of sound inside the shielded shrouds, with and without tripping of the
layer. The extra size effect led to the inclusion of s dimensioral
constaut (0.44% €1/0.56 in the ordinate of Fig. 24, where C1 = 48 in),
& feature not clearly related to the noise processes.

The resulting correlation of Rety over flat plates and holilow
cylinders from ten different wind tunnels across the 3-8 Mach range in
terms of the aerodynamic noise parameters displayed in Fig. 24 is
impressive indeed (c) is a reference tunnel circumference = 48 in.).
Taken literally, it implies that transition in supersonic wind tunneis
in this range is systematically dominated by the sidewall sound
radiation, irrespective of Mach number or unit Reynolds number.
Considering the variety of the transition phenomenon discussed in
Section III, one could suspect Pate and Schueler of black megic. Part
of the impact of their findings is administered to the reader in
Figs. 25, 26, and 27. Figure 25 illustrates the inference that the
major part of the unit Re effect in wind tunnels comes from the
variations in the turbulenmt boundary-layer perameters Cp and 5.
(Comparison with Fig. 13 indicates that Pate and Schueler too would have
to cope with Softley's Mach 8 surprige of flat Re/in variation. The
low-speed unit.Re sensitivity must also come from a different source-
as one could expect in a different region of the phase space.) One
implication of Fig. 26 would be that if one rendered the sidewall
boundary layers laminar, the Reynolds number of transition would be
Mach-number independent. However, the principle of dominant and
multiple responsibility, FPDMR, in Fig. 20 reminds one that removal of
the front runner merely gives an opportunity to the next strongest
disturbance to exercise its influence and impress its variation with
its parameters on the process which is always unstable. Acccrding to
the quotation from Kendall, one should expect Rey, to go up substantially
but its variation with Re/in may be anything - including the notorious
0.3 to 0.4 power. Similarly the Mach number variation could emerge
rnon flat... For correlation of cones and implications, see Addendum 1.

An interesting check on the unit-Re effect was devised by
Stainback, Fig. 27 (see discussion by Pate and Schueler in Ref. 2).
Stainback recognized that at a given supersonic Mach number My
the local edge-value of (U/v)e On a cone could be matched exactly on
a "sister cone" with a different apex angle. The local paired Mach
numers, in Fig. 27, would of course differ but the radiating and
recelving layers for the sister experiments could be made to operate

12, Pate and Schueler define Xi, as the location of the maximum in the
well pitot-pressure variation im X, i.e. neur the end of the transition
region.
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st the same unit Re values. The results of Fig. 27 clearly support the M
independence of Pate and Schueler (still in presence of the dominant distur-
bance). The authors in fact point out: "If a true Mach number effect on
transition Reynolds numbers exists at supersonic and hypersonic speeds it
appears doubtful that the trend can be established by comparing transition
data at different Mach numbers obtained in wind tunnels having turbulent
wall boundary layers because of the influence of radiested aerodynamic
noise."

This is not the place to speculate on just how the sidewall noise causes
transition (see Section III-5). Yet depending upon the many possible idealized
models the effect could be rather local or, on the other hand, dependent on
the integrated history of a traveling, sound-contaminated patch in the laminar
la.yer.15 In the early stages of development, it could be linear or non linear.
Because of the approximete equality of the speed of propagation of the attacker,
the radiating coherent eddy on the sidewall, and that of the T-S modes, the
sound could even have some of the character of a forcing function, the attacker
keeping in step with the victim. These comments have a bearing on the proper
choice of the characteristic length of the interaction phenomenon. Pate in-
formed the author that the choice of c¢ is not necessarily sacrosanct and that
he had elements of other correlations which could conceivably be as satis-
factory as the present one.

The Pate-Schueler correlation has delivered its message of caution. The
preceding speculative remarks merely underscore the fact that until the
mechanism is better understood an element of uncertainty will remain as to the
best correlating parameters. One would like to have them characterize the main
links of the chain. Some links that appear to be dormant or missing are the
transmission of the sound across the bow shock wave and its internalization
by the boundary layer (receptivity of Section III-5). Judging by the Mack-
demonstrated sensitivity of the T-S system to M (presumably related to
receptivity), the inferred M independence of Rety is surprising unless it
signifies a bypass of the linear systems. Furthermore, on the basis of the
experience of Ref. 256 and 257 one could expect M changes in the transmissivity
across the bow shcek at the higher Mach numbers.

AL

These comments aim at the practical question: Is it clear that the effect
of the sidewall radiation will be as dominant and information concealing at
truly hypersonic Mach numbers as it appears at lower Mach numbers on the evi.
dence cf Kendall and Pate-Schueler? The apparent rapid hypersonic rise of
Rety with M (e.g. Fig. 29) may indicate lessened sound effect as a result of
changes in one or more links of the total mechanism. The resulting Rey, might
be more acceptable as a practical lower bound for flight than in the Pate-
Schueler range. See also p. 62.

TR U IR TE PR TASES LR AL F = L s

13. The interpretation of ¢ as an intersection of the radiating sidewalls with

the Mach forecone from the point of sound measurement would make ¢ & "local" ;
perameter, Cp, being a mean coefficient, averages over the length of the sidewall !
boundary layer starting at the nozzle, not over the growth distance of distur-

bances in the model boundary layer.
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3. UNIT REYNOLDS NUMBER EFFECT IN BALLISTIC RANGES.

The much abused designation of results as "unique" applies
deservedly to Potter's experiments in the AEDC Hyperballistic Range K,
Ref. 3. First, they represent the only evidence of the unit-Re effect,
Fig. 23, on a clean riodel without multiple characteristic lengths, the
0.005 in nose radius causing very little p(x) and § (x) Secondly
they were so designed that the 20° total-angle cones traveling at the
high speed of 5700 ft/sec would arrive at any point on the range
centerline before the sound radiation from the metallic walls of the
range /caused by impact of sabots) would get there. At higher speeds,
melting of the nose would compromise the experiment. Thirdly, following
on the heels of the Pate-Schueler disclosures of the aerodynamic-noise
felony (section IV-2), Potter's exoneration of sound from complicity in
the variation with unit Reynolds number of Fig. 28, had the quality of
an insulin-shock treatment for the factious students of transition
Doubting Toms can object to details of interpretation of this difficult
experiment but it is hard to escape the following conclusions: {a) in
absence of any significant free-stream disturbances, the Reynolds
| nurbers of transition recorded in Fig. 28, at T /T of approximately
0.18 do occur in free flight at local Mach numbers. near L. 4; (b) there
is a variation with unit Re comparable to those in noise-contaminated
supersonic wind-tunnels, Fig. 28; and (c) this variation is not due to
externsl aerodynamic pressure waves.

The conceptual importance of the experiment undoubtedly warrants
removing it from the uniqueness status by independent verification with
special attention to the series of alternate susp . s proposed in the
various discussions of Fig. 28 (e.g. Section III-9). The possible
importance of unsteady internal stresses associated with the rigors of
the launching were indicated by the following observation of Potter:
"The first few cones had noses of copper alloy, and even though no
surface discontinuity could be felt by hand before launch or seen in
shadowgrams af'ter launch, it was noticed that a weak shock wave always
emanated from the joint between the copper and aluminum materials.’

Could the apex experience similar non negligible distortions, steady

or unsteady? What variations in Retp could such distortions induce?
Concerning roughness, Potter states: "Surface finish was around

10 microinches r.m.s., measured by use of a profilometer having a

stylus tip radius of 500 microinches." The repeated concern, quoted in
Section ITI-9, about characterization of roughness and of its role on
highly cooled bodies at higher unit Re values, especially in the
proximity of the cone tip msy have to be met by the experimenters wanting
to verify Potter's results. A role of the roughness which alone could
account for the rising slope in Fig. 28 is hard to imagine.

In the language of Section IV-2, FDMR, Potter has removed the front-
runner that dominated the transition race in wind tunnels. The shock
of seeing essentially the same Re/L variation is perhaps salutory because
it should neip to educate the transition community to talk in terms of
probablility statements rather then deterministic laws.
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When, at the same local Mach number of 4.5 over adiabatic flat
late, Kendall removed the same front runmer in his wind tunnel
Section IV-2), transition, originally on the order one million

vanished completely even on the tunnel walls where local Reynolds number
exceeded five millions. Under those conditions, Kendall achieved the
unique (sic) agreement with Mack's instability theory for both the

first and second mode (Section III-4). It is then probably correct to
expect an effect due to cooling comparable to those indicated by

Mack's linear theory at these Mach numbers, especially when the model
has been freed of the dominance by the front-running aerodynamic noise.
Under the circumstances, Potterfs line in Fig. 28, does not seem to
enjoy the expected freedom from the spoiler sound and the beneficial
effect of cooling - it eppesrs to be low! It is hard not to suspect

the presence of another, perhaps more sophisticated front runner distinct

from Betchov's molecular-level excitation, Ref. 258, cited by Potter
as & major suspect. The latter would make Retr high rather than low.
If the temperature-reversal trends of Sheetz! ballistic range
experiments (Fig. 19) were present, the jig-saw puzzle could fit
qualitatively much better, but that is of course no proof. Comparison
with rocket-propelled flight tests of Ref. 212 might help if there
wvere more detailed data. While the cone angle was the same and Mach
number nearly so, the quoted Rety oOf 23 ndllion may have been higher
for other reasons. If the premise that Retr is insensitive to a changa
of total cone angle from 20° to 15° (apparently subscribed to bty Potter
according to his and Whitfields' Naples 1965 presentation, Ref. 105),
the Rumsey and lee's free flight, Ref. 220, provides a match of even
unit Reynolds number:

Ref. Me Re/in 10“6 Tw/Tr Retr 10'6 Nose rad. Cone Angle
2 4.5  1.22 0.18 4. 75 0.005 in 20° total
220 L.bs  1.23 0.55 17.5 0.01 in. 15° total

The increase in the nose radius from 0.005 in to 0.0l in might bring
Rety from 4.75 to perhaps 7.0 millions. The primary suspect cause for
the remaining discrepancy ci’ over 10 millioans would appear to be the
other obvious difference in '1‘-,,,/Tr in presence of uncertain roughness
and distortion conditions.

As was pointed out in Section III-9 the control of the experiment
in the ballistic range is superior to that of a rocket-boosted free
flight., The systematic information of Fig. 28 has no match in free
flight. The cold reality of the data is not in question. The question
is: can one make peace between these data and the previous information
and concepts? It would seem to the present author that the molecular
excitation, if relevant, should be present with and without sound and
would have influenced Kendall's experiments as well. The apparent lack
of response to the removal of the sound excitaticn implies & more
powerful second runner. Potter's description of the ballistic range
disturbances would seem to lead to some combination of the various
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autodisturbances (Section III-9) including perhaps the (probably

Re/L sensitive) hot-lip effect of Wnitfield, Fig. 11, roughress in
presence of cooling and relatively high unit Reynolds number, the stress
and local-distortion sensitivity of the trip, etc. There ought to be

a reason scmewhere for the cbserved relatively early transition....
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4. HYPERSONIC EXTRAPOLATIONS.

In the face of the erratic behavior of transition, n.b. that described
in the preceding two Subsections and Sections III-3, III-5, III-6,
ITI-9, it takes courage to assign variations to even the major control
parareters - M, Re/L, Ty/Ty, nose blunting, yaw, etc. A young college
graduate, steeped in the handbook-engineering tradition and blissfully
ignorant of the Lessons from History and the price thaet may have to be
peid for misestimates, will confidently wade in and generate yet another
one of the correlative recipes for deterministic transition prediction.
The careful hypersonic experimentalist, well cognizant of the risks and
pitfalls, may &lso periodically put forward a public best-bet set of
estimates, especially under contractual pressures. Since he knows more
of the limitations of the information, he is probably the more logical
source for such bulletins needed for design. However, such products
of much effort and thinking might well still be stamped in lerge violet-
ink letters: "Not to be used after Christmas 1970 without recheck
with Dr. X." A more cautious designer would keep a folder wit’'
number of such current best-bet recommendations, together with . list
of their acknowledged or identifiable limitations. He would weigh
these qualifications when the time of decision comes on his project
and then make his ad hoc best-bet estimates, with one eye on the risks
of posslible deterioration of performance caused by misestimates.

A fair sample of the experimentalist-generated public view of
hypersonic transition is found in Figs. 29, 30, and 31 of Softley,
Graber and Zempel, Ref. 109. The desirability for some placard
warning the USER to proceed at his own risk, was underscored by the
dramatic Mach 8-9 change in the anticipated variation of Ret, on their
sharp 10© total-angle cone with Re/L, obtained after their views were
first formulated - see Section III-Y and Fig. 13. From the information
in Fig. 13, the effect of local Mach number on (beginning, subscript B)
transition Reynolds numbers in Fig. 29 was obtained "by agsuming that
the data obtairned at the same unit Reynolds number in different wind
tunnels are comparable. There 1s, however, no physical argument to
substanciate this step. Hence Fig. 29 should be regarded with caution.
No significance to the exact trend can be assumed until the phenomena
(sic), Unit Reynolds number, are understood.” That is & clear warning
the designer should not forget. The Mach 8-9 data violate the asswmption.

The suthors are much less cautious about the 'I'w/Tr effect: "It

is concluded that variations in the wall-temperature ratio do not %

affect transition...." This confident statement is based on a number

of low Re/L experierces in hypersonic wind tunnely, where the aerodynamic g

noise may be mesking other variations. The evidence for a hypersonic

T/ Ty effect comes from impulse-type tests, es remarked in Ref. 1L5, §

vhich incidentally simultaneously sport high unit Reynolds numbers.

Since meny vehicles will perform at_higher Re/L thar testable in

hypersonic wind tunnels, the designer cannot dismiss the temperature

reversal from consideration. On the basis of evidence such as in

Figs. 13 and 29, some courageous engineers have been extrapolating the g
=y
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rising curve in Pig. 29 with a Mh approximation which would correspond to very
powerful stabllization at hypersonic speeds. Clearly, the evidence is very
limited and caution should probably match the courage. Reliability of the
information 1s almost impossible to assess. However, risk studies in connection
with each design are desirable.

Other observers with a finger on the pulse of hypersonic wind tunnels
will semi-agree, Ref. 145, or quite disagree, Ref. 110, with the premises and
interpretations of Fig. 29. The innocent practicing engineer will probably
be grateful for any such extrapolation and guidance.

Fgure 30 illustrates the more complicated trends of the variations of
the coordinates of Fig. 29 for increasing nose blunting, indicated by the
ratio of the transition location, Xp, to the swallowing distance, Xgy,

see p. 24. Even without yaw, a number of effects coexist as a result of

the blunting, as has been discussed in Section III-5. As the blunting
increases, the swallowing distance also increases, but the axial distance to
transition (from virtual apex) increases even faster so that the Reynolds
number of transition departs upward from the sharp-cone curve of Fig. 29. In
a sequel to Ret. 109, Softley (Ref. 345) generalizes from Fig. 30 and the
recomputed data of Ref. 108 to the effect that, at a given free-stream Mach
number, the maximum attainable Ret, due to blunting of slender cones at hyper-
sonic speeds 1s approximately twice the sharp-cone value of Fig. 29 (1.e.
slightly below the Xg/Xgy = 1 curve of Fig. 31). He also states that local
Reg (vased on wetted length) and M, alone "are insufficient to obtain a
correlation of blunt-cone transition at high free-stream Mach numbe 3". The
innocent practicing engineer will have difficulties reconciling the preceding
observations with the extensive ballistic-range data of Sheetz, Ref. 231, for
slender cones with half angles of 3, 6.3, and 9 degrees, see Fig. 19 for a
sample. Besides the obvious differences in the envircnmental effects - Re/in,
Tw/Tr, free-stream disturbances, roughness, etc - there are differences in
the manner of computing the local values of the complex flowfield and of the
nonsimilar boundary layer, which appear to contribute to the differences in
interpretation. (See also Ref. 110 for discussion of the entropy layer
computation.) Interestingly, no clear beneficial effects of blunting manifest
themselves in the relatively wide range of parameters tested by Sheetz in the
NOL Ballistic Range.

For some sizes and shapes an analog of the contamination of the flow along
the leading edge of a swept back wing by turbulence from the fuselage may

occur. Because of the lesser stability at lower Mach numbers, transition

might develop in the region of the body, say for M < k. This would constitute

a finite disturbance in the sense of Coles (Section ITI-6, p. 32 and Ref. 162)
for the much more stable high-Mech-number boundary layers downstream. Under
such circumstances an early transition could take place tecause the layer,
though normally stable, might not be able to cope with the extra high
excitation from upstream. Figure 31 shows the actual local-condition tra-
Jectories experienced along a medium blunted and a sharp 100 total cone in the
G. E. Philadelphia shock tunnel with a contoured nozzle and along a sharp

core in the sister G. E. Schenectady facility, with a conical nozzle. One

sees that because of the non zero axial pressure gradients M, along the coner is
not a constant, especially not so in the Schenectady facility. There; the
relstively high Reynolds number over the front part of the body makes the
gacility ideal for observation of the "low-M contamination" effect. Accord-
ing to Softley et &l: "The beginning of transition as quoted for the Schenectady
facility agrees with the transition Reynolds numbers shown in Fig. 29 at
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local Mach numbers about 10 but produces much lower transition

Reynolds numbers at higher local Mach numbers. This is almost certainly &
result of the severe axial gradient of Mach number and pressure in that
conical flow facility." Should such & contamination occur over shapes in
flight the motion of the transition could be expected to be discontinuous.

The low-M contamination almost certainly takes place on the sidewalls
of hypersonic wind-tunnels and thus causes the severe acoustical enviromment.
Attempts to thwart the turbulent sidewall boundary layer are being currently
made in several facilities. It would seem that "blowing off the full layer"
at the location where M ~ 3 or 4 (i.e. having a bypass to the point of low
pressure) could well protect the downstream more stable sidewall layers.

In effect, the sidewalls past the BL diversion station would constitute a
variable-M Pate-Schueler shroud, on the "inside" of which the boundary

layer would have a better chance of remaining laminar throughout the rest

of the journey to the hypersonic Mach numbers. Efforts toward leminar-
ization of at least one truly hypersonic wind tunnel should be contirued even
in the face of possible initial setbacks. In such a tunnel the question
raised at the end of Section IV-2 concerning the possibility of lesser noise
degradation of Rey, past Mach ten or so could be settled Tor the whole class
of tunnels. If so, the extrapolation of estimates to yet higher Mach

numbers could proceed with somewhat more confidence than at present.
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SECTION V
DESIRABLE RESEARCH AND DEVELOPMENT

It would be presumptuous for anyone to compose a list of suggested
experiments for different high-speed facilities. One may educate
oneself toc become a constructive critic with respect to such facilities
but only the local practitioners know their tools well enough to propose
& program optimally suited to their facility. The monograph was
purposely written in & manver which might challenge the experimenter
and the theoretician to exercise their ingenuity in resolving the
abundant question marks on their own virtuoso instruments. In fact, in
rereading the manuscript the author got several new ideas for potentially
significant experiments in his own bailiwick. Practically every time
there is a statement like "Don't know" or Don't understand" one can ask
"Is it important to know?", "What features suggest which approach?",
and thus compose for oneself a private list of possible research objectives.

Recalling the state of mind described in the Introduction, it
would seem that there could be two complementary policies for supersonic
and hypersonic transition research. One would aim at better understanding
of the several mechanisms of instability and breakdown and the other at
an early improvement in the capability of estimating the lower and upper
bounds of the probable location of transition. Clearly, both policies
would wish to define and improve the disturbance enviromments in the
ground facilities. Since theory is the cheapest tool, both policies
would favor extengions and pernetrating exploitation of instability
theories. Mack's systematic mapping of the supersonic instability
landscape and Kendall's decisive experiments show how illuminating a
cooperative approach can be. There should be an organized natiorwide
cooperative effort in determining and improving the limitations of the
twin tools of linear theory and of our ground facilities. Without
organized cooperation, the practical open questions of Section IV are
unlikely to find even partial answers in a reasonable time span.

Section IV-1l sketched out & framework of concepts within which
the theoretical and experimental evidence and perhaps even design
questions could be approached more systematically. Practically every
entry in Fig. 20 has a research question associated with it. For a
perticular regime of applications the existence or non-existence of
bypesses of the Linear Box in Fig. 20 appears crucial with respect to
the rational utilization of theory. One recalls the early transition
phenamenon on blunt bodies, Regiy ~ 150 to 250, as an example where
there appears to be an as yet unidentified bypass (probably associated
with the interacting effects of roughness, cooling and pressure gradient).
Are there other such bypasses in the range of operational parameters of
& given design? For instance, for vehicles designed for operations at
high unit Reynolds numbers, do the phenomena of temperature reversal
in high impulse facilities and of unit Reynolds number effect in the ballistic
range presage a bypass and earlier transition? Would the bypass be
enhanced or inhibited by the presence of ablative emanation m from the
surface?
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For given external conditions, a specific roughness element might
lose effectiveness as m increases and envelops it with slower moving
mean flow. The resulting changes in Rey, have been evccatively
characterized as cerurring in a different region of the phase space of
the controlling parameters in order to cmphasize that sensitivity to
roughness mey change when another paramecter varies. The concept of
phase space should help to avoid the sterility of arguments that tcok
place with respect to hypersonic temperature sensitivity and to focus
on the differences in the parameters as & clue to the causes of the
different observations (e.g. Reshotko, Ref. 79). The actusl dimensions
of the space have been left purposely vague. They should vary from
case to case depending upon the ranges of the major parsmeters. One
always looks for the smallest number of dimensions the given phenomenon
will permit. In a given test or experiment, both the objectives of
better understanding and of better Regy, bracketing are advanced more
rapidly when the phase-space neighborhood of observed sharp changes in
slope of the Ret, surface is systematically explored. It is highly
desirable to "perturb"”, preferably one by one, all the other controllable
parameters in that viecinity and thus obtain the sensitivity of the more
singular (rapid) behavior of the transition surface to these variables.
From information about such mcre singular behavior, conjectures (and
their verifications) concerning the underlying mechanisms are more
likely to follow. In particular the burning questions of temperature
transition reversal and of the role of very small roughness in presence
of cooling at high unit Reynolds numbers could be explored to advantage
in this manner. The presence of downstream ccntamination effects
(Section IV-4) should not be overlooked as & possible contributor to the
rapid changes &t high Mach numbers.

In absence of bypass paths in Fig. 20 (for « given range of
parameters) much needs doing in order to make the linear instability
theory a viable tool for judging what constitutes "normal behavior" in
presence of multiple instability modes and multiple parameters. The
contrast between any observed growth of disturbances (and its documented
dependence on various parameters) and their theoretically expected
standard growth and behavior is a key to better understanding and
rational correlations. At present even the "complete 2D T-S stablization"
limiting surface: hKIb/Tr, Re) for which the first 2D mode is quenched
(zero amplification) p. 16, remains a vague shape at best and is of little
help in assessment of experimental data. The earlier recommended
explorations of the p(x), p(z), and 0 effects in the box of Modifiers
in Fig. 20 appear essential for ultimste rational interpretation of
transition in flight. However, before one can approach the instability
problen proper, one has to have tcols for computing mean boundary layer
profiles for the specific pressure and mass transfer conditions of
interest, preferably with different degrees of cooling (e.g. Ref.112).
This is also true for real-gas effect which at first will be felt
primarily as a mean BL Modifier. Early conversion of the theoretical
instebility results into forms understandable and usable by people not
versed in the theory would be commendable.
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The ground work for stability calculations in presence of
transpiration has been laid by Shen, Powers and others in Ref. 259.262.
bublished experimental information on iunstability or tragsition with
mass transfer does not permit many conclusions at the present time.

The reader is referred to Refs. 264 and 272 for disquieting inferences and to
Ref. 265 for solace in the mildness of the observed effect. He is
cffered Pappas and Okuno's Ref. 263 and borrowed Figures 32 and 33 as

8 chellenging evidence that the nature of the gases emanating from a
wall has strong influence on even the cheracter of transition. It is
clear that for the same relative injected mass flux, F = (pv)y/(pu)e,
helium has a much stronger effect than air. On the other hand, the
succession of the intriguing, epparently three-dimensional non linear
waves in the top segment of fig. 32 is not yet reflected in any measured
change of heat transfer at the wall. The danger of expecting the
transition behavior to be unique is clearly illustrated in this figure.

The peculiar formations in the air-helium transition serve to
remind one of how little is known of the breakdown and especially of
the transverse contamination as a function of Mach number. One cean
only echo Iees' call for good microscopic measurements in good wind
tunnels (see Introduction) both with respect to the instability processes
&3 well as the transition phenomenon itself.

At really high Mach numbers, the loads and heating of probes are
detrimental to carefully calibrated experiment so that the burden of
microscopic measurements will probably shift %o helium wind tunnels.

In fact, the helium tunnels are beginning to furnish the first glimpses
of the structure of turbulent layers at Mach numbers above 15. As
remarked earlier, it is good to have an idea of what the ultimate
evolution of the layer is likely to be in order to anticipate the
three-dimensional reorganizational requirements met in the transition
region.

The various uncertainties described in the t.ody of this report and
the additional remarks of this Section should make clear the magritude
of the problem. Unless the scope and intensity of the national research
effort is commensurate, the pessimism described in the Introduction will
be Justified.
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VIX AUDENDA

1. ANOTEER OFEN QUESTION: CONE VS. FLAT PLALE

One task of £ rational guide to prediction of transition musi be to
establish & reletionchip between Rey, of the two simplest, constant-pressure
bodies - & cone and a flat plate, with identical constant My and Tw/T.
conditions. Through the Mangler transformation (Ref. 285a) the two boundary
layers are related in such a way that at the same Rey the plate boundary
layer is \rs.times thicker than the cone boundary layer. Hence Sternberg
(Ref. 16) concluded that observing - laminar layer at Re, of 90 x 106
on his V-2 nose cone w&g equivalent to observing a laminar layer on a flat
plate at Rexy of 50 x 10”. No comment could be made about the relative level
of amplified cCisturbances at these two comparsble mean flow conditions.
Since at some distance from the tip region, the usual linearized stability
equations for the cone and the plate are identical (quotations from
Tollmien and Mangler in Ref. 279). Using linear theory Battin and Lin
(Ref. 34k4) conrected the amplification rates in the two boundary layers and
concluded that the upstream pointe of zero T-3 amplification for any given
frequency are related by (Rexcr)c =3 (Rexcr)p. Many have inferred that the

same relationship should be valid for Reg, as well.

Tetervin, in a little known paper (Ref. 28l), pointed out that if one
adopts the Liepmann criterion {Ref. 28) that the Reynolds stress of the
still linear T-3 fluctuations reaches the level of the maximum mean laminar
stress just before transition, an estimate of the cone-plate Rey, reiation
could be made on the basis of linear theory alone. (see also Ref. 318 for
low-speed predictions based on Ref. 28, linear theory and correlations.)

In that pre-computer, pre~-Meck era, Tetervin had to make some strong
assumptions in order to utilize Schlichting's available incompressible
amplification rates and conclude that (Rex, ) = (Rexty), * efnexcr)p.

He added: "The analysis indicates that the (cone-to-plate Rey,) ratio
varies from 3 when transition occurs at Re,,., to unity when transition
occurs at a large multiple of Re,,." Even if his many assumptions were
approximately correct, the free stream disturbances, their transmission
across the cone shock, and their assimilation into the two boundary layers
(of different lengths!) would undoubtedly influence the reletionship. The
analyvical framework assumes in fact that disturbances ere all assimilated
upstream of the respective Reop locaticns, yielding their equal "starting”
amplitudes, and that no further disturbance input occurs thereafter.
Furthermore, leaning on the 2D incompressible results, the analysis cannot
reflect the known presence of Mack'’s higher T-S modes nor of the more
unstable skew waves.
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In view of the scatter of Rety values some correlators cculd and
did convince themselves of the usefulness of the simple "theoretical"
factor of 5. Whitfield and Ianuzzi's recent collection of wind-tunnel
and ballistic-range data (solid symbols - extrupolated to the same unit
Reynolds number of 0.3 x 106 in.-1 for comparison purposes) over a wide
spread of Mach numbers is reproduced from Ref. 145 in Fig. 23 herein.
They concluded that "comparison of ... the data reveals a confusing picture
concerning the relationship of cone ani flat-plate (hollow-cylinder) trans-
ition Reynolds numbers. 1t is no longer clearly evident that experimental
cone transition Reynolds numbers are greater than the flat-plste values,
even at moderate supersonic Mach numbers". However, Fig. 23 suggests
nevertheless that at higher Mach numbers such as eight, the cone and
flat-plate transition distances approach each other, as noted earlier by

Potter and Whitfield, Ref. 105.

In a preliminery unpublished report Pate and Schueler describe the
follow-up of their systematic experiments on hollow cylinders in wind
tunnels of vericus sizes, Ref., 2, with similar tests of sharp cones of
10° total angle. Concentration on M > 3 wind-tunnel data alone, of
course, focuses the ettention on the tunnel unit-Reynolds number effect
ard its possible dominance by aserodynamic sound. The new cone informastion
cogether with data from ten other sources and facilities appears to
follow reasonablg we%l a correlation similar to that of Fig. 2U, namely

Reg,. = f(CF 5 g— s EI), i.e. is again independent of M and Re/in. In

fact, Pate and Schueler change only the coefficient 0.0141 to 10.5 and
the logarithmic slope of Cp from -2.55 to -1.66.

One implication of the latter change would be that, exposed to the
same free-stream Mach number and aerodynamic noise, the cone boundary
layers respond differently to the disturbances than do flat-plate boundary
layers., Unless such an effect is at least qualitatively understood in
terms of the aforementioned "rational guide”, what can justify hopes for
correlating transition locations over a really significant sample of
tunnel information for practicael bodies over which pressure varies in x
and z (or ©8)? And if such a correlation could be gleaned, what would
it mean with respect to transition in flight?

Pate and Schueler tentatively conclude that the ratio of cone
(Retr)c to flat-plate (Retr)P: in wind tunnels, is approximately 2.k

at Mach 3 and that it decreases monotonically with M to a value slightly
larger than 1.0 at Mach 8, with some dependence on tunnel size between
Mach 3 and 5. Many & reader would be tempted to compare this result to
the quoted statement of Tetervin. However, any satisfactory explanation
of such temptingly simple law must take into account the comments
immediately following the quotation from Tetervin.
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2, DISTURBAMCE ENVIRONMENT IN FREE FLIGHT

The call for determining the disturbance envirorment in the various
testing and research facilities has been repeated like a refrain by the
transition experts concerned about the obviously major role of the
fluctuation ingut on the occurrence of transition. There is little
information on the corresponding disturbances in flight, especially at
altitudes above those used by commercial airlines. The altitudes of
special interest to supersonic arnd hypersonic vehicles are being
studied under projects HICAT (High Altitude Critical Atmospheric
Turbulence 40,000 - 70,000 f£t.) and HI-CAT (70,000 - 200,000 ft.),
directed by the Air Force Flight Dynamics laboratory, Wright-Patterson
Air Force Base, Ohio (Ref. 273), in cooperation with other U. S. and
Canadian institutions and asgencies.

Actually, the global nature of the atmosphere fosters much inter-
national cooperation and some of the most definitive statements on turbu-
lence at high altitudes have been made by "working groups” at two such
international Symposia (Refs. 274 and 275). These altitudes are not as
free of turbulence as might be expected; nor are the scales of turbulence
and density fluctuations obviously too large to definitely exclude the
possibility of the fine-structure tails of their spectra to retain enough
energy and induce structural and aerodynamic responses of hypersonic
vehicles. Apparently, the energy input into the potentially dangerous
spectre is assoclated with the dynamics of relatively narrow atmospheric
layers within which density and winds undergo rapid changes. Thus, any
disturbances of consequence are likely to be met by the vehicle in
"patches", sporadically distributed in time and space. Any probability
statements concerning the distribution, intensity, and scales of such
patches must await much research which is very indirect in altitudes
beyond the reach of U-2 aircraft. As an interim working hypothesis,
the author would propose the assumption that the distribution, the
intensity and the scales of such disturbance patches are no worse than
at the MEDCAT (20000 - 40000 ft.) and the HICAT altitudes (disregarding
the disturbances of cumulonimbus clouds), concerning which the necessaxry
information is rapidly accumilating.

The velocity fluctuations and density spottiness in the atmosphere
{Just as in the aercballistic range) are transformed into the direct
disturbances impinging on the vehicle after & nonlinear interaction
with the bow shockwave. Thus, even though no relevant sound distur-
bances are expected in the atimosphere itself, pressure fluctuations,
alwvays generated in such interactions (Refs. 256, 257), as well as
vorticity, temperature and density fluctuations would comstitute
the direct input to the boundary layer of the vehicle. The frequency
spectra are obteinable from the "free-stream" scale distribution by
division by the velocity of the vehicle.
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ADDITTONAL REFERENCES

For the present concept-oriented concise review the references
were chosen for their direct relsvance to the points under discussion
rather than for the sake of historical completeness. Many more papers

and reports than were cited in the first draft of the review had actually

been consulted. The student of transition would be shortchanged if some
of the important and influential contributions, e.g. Schiichting

(Ref. 285), lees (Ref. 286), and Lin and Benney (Ref. 288) were not
referenced herein at least broadly rather than specifically. He will
find many additional leads in these references as well as in Refs. 1,
10, 13, 1k, 24, 27, 30, 32, 33, 46, 48, 56, 85, 86, 105, 133, 134, 1ho,
145, 148, 1€8, 226, 233, 23k, 273, 27k, 275, 285-293, 311, 312 and 318.
The added references again relate primarily to high speeds. For some
of the latest exciting theoretical and experimental developments in
the low-speed domain the reader is referred to Tani's review, Ref. 56,
and to the report on thel968 NATO Advanced Study Institute in
Transition, Ref. 27.
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